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f EQUIPMENT PREVIEW 


Ersatz...American Style 


HESE are troublesome times for the users . . and for the makers 

. of many types of food manufacturing equipment requiring 
certain special materials. Government priorities and other exces- 
sive demands have practically removed many such materials from 


the open market. 
“What can we do?” ... . the question arises on all sides. 


Of one thing we are certain .. we must carry on. And that means 
that suitable, serviceable substitutes must be found and utilized . . 
at least until this emergency period is over. 


“Ersatz” . . or substitutes . . are perhaps distasteful to most of us. 
We’ve heard so much of them from Germany. The German propa- 
gandists are active .... they’d have us think they alone are capable 
of “Miracles of Chemistry” . . as is evidenced by the book “WERKS- 
TOFFE” recently received by The Editors, enthusiastically describ- 
ing German substitutes. (See illustration below). 


We need not copy Germany. 
But in our supreme efforts for 
defense . . and for industry for 
everyday needs . . we must re- 
vise our thinking and our opera- 
tions to use the equipment that 
can be fabricated from materials Rua - 
available and practicable. vn 


What materials? The answer 
in each case must be predicated 
on the desired properties and 
characteristics. The light metal 
alloys are out and there is no 
substitute of a general nature 
in sight. Glass and glass coated 
steel will meet some needs; syn- 
thetic resin impregnated ply- 
wood or impregnated fabric 
may meet other needs. Stain- 
less steel is rapidly disappear- 
ing from the open market. 


Strength 


Temi, 


DR. KARL DORN 


WERKSTOFFE 
MIRACLES OI 
Aa EOIN ES 


(Continued on last page) A Sample of German Propaganda 


The Editors’ 


—interesting items selected by The 
Editors in preparing this issue. 


Lard Processing System — Closed circuit 
protects product from contamination — 
rendering kettle to packaging machine. 
Leaf, back and belly fats can all be used. 
Creamy texture and whiteness controlled 
by the operator. See item FEP400, page 3. 


Colloid Mill, 3-Stage Action—Triple pro- 
cessing action gives fine dispersions . 
2,560,000 clippings of material per min- 
ute. Water jacketed. Dis-assembled and 
cleaned in two or three minutes. See item 
FEP408, page 5. 


Vibrator Feed Weigher — Handles most 
delicate products without breakage. 
Screens out fine particles. Accuracy is 
exact weight to one or two pieces, plus or 
minus. Fills two packages at a time, with 
or without liners. See item FEP420, page 7. 


Liquid Level Control — Simple, positive 
switching action is by magnetic attraction. 
Instrument has no stuffing boxes, bellows, 
rotary shafts or packing assemblies, which 
are subject to sticking, binding, breaking 
or rupturing. See item FEP441, page 10. 


Fruit and Vegetable Slicer—Design per- 
mits slicer to cut without crushing by 
means of a series of thin, circular knives. 
All parts in contact with product are 
Monel. Working parts enclosed in cabi- 
net. Knives easily sharpened without re- 
moving from machine. See item FEP474, 
page 15. 


Flake-Ice Ribbon Units — Units make up 
to 4 tons of ribbon ice per day. Can be 
used “off and on” as ice is required. Flake 
ice permits close contact with product for 
more efficiency. Small space as refriger- 
ating unit can be placed in another room. 
See item FEP527, page 21. 


All-Glass Pump — %” by 1” all-glass 
pump has capacity of 10 gallons per min- 
ute for small installations. Mechanical 
seal replaces usual stuffing box. Safety 
unloading device eliminates possibility of 
fracture of glass casing. See item FEP540, 
page 24. 


Complete Product Directory — Page 2. 
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Fiitd Out Why 
SEAL/V\ ASTER 


BEARING UNITS 
Give Long Efficient Service with 


Minimum Maintenance Attention 


Yow Mew Catalog S40 


Read the full explanation about 
how the SEALMASTER patented 
**built-in” seal keeps out dirt and 
retains proper amount of lubricant 
—insuring low cost bearing opera- 
tion. a covered in New 



















alog No. 840, just off 
the preen Write for your 
copy of this 36 page 
ing Handbook. 


Pillow Blocks 
Flange Units 
Take Up Units 
Cartridge Units 
— oe 


Hanger Bearin er Bearings 


Teke-Upe in - 
Frames 
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When inquiring specify FEP3O2 . . . see information request blank, pgs. 12-13 
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CLEANER, BETTER, 
CHEAPER MIXING 


Eastern mixers are especially adapt- 
able for food mixing processes, as 
they are absolutely oil-tight, and, in 
stainless steel or monel metal, they 
can impart no taint to the product. 
These metals are easy to keep clean, 
and of course never tarnish. 
The efficiency and dependabil- 
ity of Eastern Mixers are uni- 
versally known. 















Model H-! 
Portable 







Write for our Mixing 
which shows the 
entire Eastern line of Mix- 
ers and gives valuable en- 
gineering data on mixing 
problems. 
















EASTERN PUMPS 
FOR 


EVERY PURPOSE 


Eastern Midget Pumps 
are fast becoming e 
standard in industry for 
low original cost, high 
operating efficiency, and 
their ability to out per- 
form pumps of much 
greater cost and size. 
Available in monel metal, 















Model E 








bet oe aad at Pumps y pockist, stainless steel and other 
seribas the full Gastar, fine line of pumps, alloys. Prices from 
ance charts. $23.65. 





EASTERN ENGINEERING CO. 


44 Fox Street, New Haven, Conn. 


see information request blank, pgs. 12-13 





When inquiring specify FEP393 .. . 


| 





FOOD EQUIPMENT PREVIEW 


DIRECTORY . 


.. of avetacts in » ite issue 


You will find listed below the names of products and new 
literature items described in this issue, with page refer- 
ence on each. 
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Fixtures, uorescent .......... Thermostat, Oven .. 
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Revenue Stamp Paste 


Uses — For fastening paper labels, Government strip 
stamps, etc., to lithographed, lacquered or varnished metal 
caps, surfaces, corks and plastics. 

Features—Maker states that exhaustive tests show appli- 
cation to all available types of new coatings and inks now 
being used by the liquor industry. It is further stated that 
product can be used on cellulose bands as it has no in- 
jurious effect on them, even after long periods of time. 
Description—Supplied in concentrated form, paste can be 
used as received, or diluted with water, by either hand 
application or gumming machine. Paste is non-staining, 
non-corrosive, and permanently holds without crystalliz- 
ing or peeling off under severe han:iling or climatic con- 
ditions. 

PAISLEY PRODUCTS, INC., Dept. FEP, 1770 Canalport 
Ave., Chicago, Ill. 


When inquiring specify FEP3O4 . . . see information request blank, pgs. 12-13 
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DO YOU HAVE 
REFRIGERATING 
EQUIPMENT IN 
YOUR PLANT? 


If so, you will find this fact-filled, 
20-page booklet unusually helpful! 


It concisely describes fast, low-cost Oakite methods 
and formulas for safely cleaning and de-scaling am- 
monia condensers, shell-and-tube type coolers, verti- 
cal open-type condensers, Diesel cooling systems. 
Also gives many money-saving tips for safely, eusily 
removing lime-scale deposits from such other equip- 
ment as dough mixers, bread coolers, skim milk lines, 
cooling tables and mushroom blanchers. 

Over 15,000 executives in many different plants... food canning, 
baking, confectionery, dairy, bottling, meat packing, quick-freeze, 
cold storage and others...are already profiting from this booklet. You, 
too, will find it a valuable guide for improving equipment operation 
and reducing maintenance costs. Write for your FREE copy today! 


OAKITE PRODUCTS, INC., 27A Thames St., New York, N.Y. 
Representatives in All Principal Cities of the U.S. and Canada 


OAKITE Wg CLEANING 


- see information request blank, pgs. 12-13 






















When inquiring specify FEP3956 . . 


with SPARKLER 
HORIZONTAL-PLATE FILTERS 








FROM PILOT PLANT THROUGH PRODUCTION 


SAVE MONEY — in filtering syrups, fruit juices, vine- 
ar, soft drinks and deep-frying fats. The new Sparkler 
ilter for food manufacturers is a sure cure for filtering 

headaches. 

Sparkler gives you greater speed — better quality — 

clarifies and removes all suspended matter; cleaner op- 

eration — filter plates enclosed, no leaking to outside; 
easy cleaning of equipment; greater economy. Portable, 
mounted on rubber casters. Compact, requires little 
floor space. Plugs into light socket, ready for use. 

Sparkler filters are available in o-ceniatots steel for 

ing fats; and in all- 


fruit juices; in all-iron for deep-f: 
oldover. Capacities 


bronze for ayrupe. No unfiltered 
up to 10,000 g.p.h. 


WRITE FOR COMPLETE DETAILS 


SPARKLER MANUFACTURING COMPANY 


1217 WEBSTER AVENUE e CHICAGO, ILLINOIS 


END oshetmaen BOTTLENECKS 





- see information request blank, pgs. 12-13 


When inquiring specify FEPSO9GC . . 
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NEW! GLASS-ELECTRODE 
pH INDICATOR FOR $160 


This Indicator is specialized for 2 purposes only — speedy, rou- 
tine measurement of pH and location of end-points in routine 
titrations, with the same electrodes . . . It is easier to use, and 
faster, and simpler, and lower priced than any other of our 
glass-electrode pH instruments. And its limit of error is only 
0.1 pH — ample for routine work. Its catalog number is 
7662-A; price $160. 





LEEOS & NORTHRUP COMPANY, 4999 STENTON AVE., PHILA., PA. 


ef LEEDS & NORTHRUP 


MEAT-TREATING FURNACES 






MEASURING INSTRUMENTS . TELEMETERS - AUTOMATIC CONTROLS - 


Jrl Ad E-96(18) 
When inquiring specify FEP397 . . 


CLOSE 


COUPLED PUMPS 
by TABER have 3 Extra Values 


LOOK AT THESE 
MONEY-SAVING 
BETTER SERVICE 
FEATURES... 


Standard Motors are ad 
used instead of Special @ Space-saving, money-saving Taber 


Bell End Motors... . Close-Coupled “General-Use" Pump 

uses standard stock motors. No confin- 

& . ing yoke. No costly trouble to repack 

For General Usel Eas easy-to-get-at stuffing box. Has all 

ily adapted to job. Can features of special motor end bell 

i types, but none of their disadvan- 

be mounted vertically. tages: no special motor on your hands, 

a ¢ no special shafts. Its standard con- 

Has readily accessible, struction means lower maintenance, 

i longer life. Adaptable to many jobs. 

better sealing, extra In Bronze, if acceptable, on shorter 
deep Stuffing Box . . - notice than special alloys. 


Send for helpful Taber Bulletin CLVS-339 today! 
TABER PUMP CO. (fé3s) 322 Elm St., Buffalo, N.Y. 


Taber Pumps do Special Work at Standard Cost 


When inquiring specify FEP398 . . . see information request blank, pgs. 12-13 


. see information request blank, pgs. 12-13 
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Shipping-Display Box 


Uses — Duplex 
shipping - dis- 
play box re- 
quires only 30 
seconds to con- 
vert from ship- 
ping box into 
colorful counter 
display requir- 
ing minimum 
counter space. 

Description — 
Closed, the Duplex box looks like conventional corrugated 
shipping box and, the maker states, meets all shipping 
requirements for both truck and railroad. Number of 
packages per case was reduced from 24 to 12 (see illus- 
tration), thus making it possible for retailers to buy in 
case lots. Survey showed that 90% of boxes were being 
used by retailers as a “serve-yourself” sales stimulator. 


HINDE & DAUCH PAPER CO., Dept. FEP, 4054 Decatur 
St., Sandusky, Ohio. 


When inquiring specify FEP399 . . . see information request blank, pgs. 12-13 
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Lard Processing System 
No Pumping Equipment, Blenders, Rolls Required 


Features — Maker 
states  product’s 
appearance is 
made several 
shades whiter than 
vegetable shorten- 
ing and is of a 
smooth, creamy 
consistency. Dan- 
ger of contamina- 
tion in product is 
practically elimin- 
ated as the circuit 
is closed from time 
product leaves the 
rendering kettle 
until it is deliv- 
ered to packaging 
machine; also less 
danger of collect- 
ing moisture. Leaf, back and belly fats can all be used 
separately or in combination and it is not necessary to 
use leaf lard alone for best results. Degree of whiteness 
and creamy texture can be regulated at will by operator. 
Operation—Product enters intake at settling tank (see 
illustration) at approximate temperature of 145 to 155 
Deg. F. On leaving this tank, it flows by gravity to a 
closed filter of the cartridge type for the first filtration 
stage. Then product passes to second filter where all 
particles or fibers are finally removed. On leaving second 
filter, product flows by gravity into an internal surface 
cooler where it is congealed by city water in winter and 
a suitable refrigerant in summer. From this point on, 
product is drawn into “Flow-Master” by its own vacuum 
and, after processing, product is passed on to packaging 
machine by pumping action. 

Description—“Flow-Master” has the basic principle of a 
new type of homogenization which subjects the product 





| to a succession of compounding, sheeting and whipping 


actions. On intake side of machine is located an aerating 
valve which permits a small amount of filtered air to 
enter with the product; air admitted can be adjusted to 
maintain uniform whiteness of product. Machine is 
relatively small. 500-gallon an hour unit measures 34” 
high, 19” wide, and 27” long. Unit is entirely self- 
contained. Can be taken apart, cleaned and reassembled 
in 30 minutes. 

MARCO CO., INC., Dept. FEP, 5325 Westminster Ave., 
Philadelphia, Pa. 


When inquiring specify FEP400 . . . see information request blank, pgs. 12-13 
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In Conveying-Elevating .. . 


means 


REDLERS 


You want to keep your product clean 
and free from contamination during 
conveying-elevating .. . 

You want to prevent breakage of your 
material in handling .. . 

You want to eliminate-the expense of 
Feeders... 

- . - so check up on compact, sealed 
REDLERS to convey-elevate your bulk 
material .. . even around bend corners. 
Write us. No obligation. 













L-type REDLER Typical REDLER in- 
Conveyor-Elevator, | stallation ... conveys 
one of many shapes 


in any direction. 



















FIND OUT HOW TO SIMPLIFY AND RE- [— 
DUCE COST OF MATERIAL HANDLING 

64-page Engineering Data Book 140, 
with sufficient information to enable 
you to sketch REDLERS into your 
plans, available on request. Fully 
illustrated. Dimensions. Actual in- 
stallations. Write. 


BES 


-— re. to. = 
mse ee 


CONVEYING e ELEVATING e SCREENING e TRANSMISSION 
Oe aR RE NA RS ARC RR RNAS ONE 











When inquiring specify FEP401 .. . see information request blank, pgs. 12-13 
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Industry, looks to TOLEDO 


@ Helping to extend labo- 
ratory accuracy into actual 
production is one of the 
many jobs ably performed 

in industry today byToledo 

*| Scales! What about your 
: peatene of weighing 
} batch ingredients... or 
| receiving, counting and 
| checking by weight? For 
"| accurate, rapid and reliable 
weighing, look to Toledo 
for the efficient practical 
answer... Toledo Scale 
Company, Toledo, Ohio. 


Oe . —— 
ee ae eee 


When inquiring specify FEP402 .. . 


Check here for Bulletins on 


PORTABLE SCALES 
BENCH SCALES 
FLOOR SCALES 
COUNTING SCALES 
HOPPER SCALES 
OVER-UNDER SCALES 
MOTOR TRUCK SCALES 
BUILT-IN SCALES 





see information request blank, pgs. 12-13 





CLOTH 


Wire Cloth for every industrial use from stone 
screening to flour bolting. 
Screens for abrasive material, chemicals and powder in 


Plain Steel, Tinned, Brass, Copper, Bronze, Monel and 


Stainless Steel. Complete stock of Galvanized After 


Woven Wire Cloth in standard sizes. 


CHOOSE CAREFULLY THE KIND OF 
SCREEN AND METAL YOU NEED 


For correct wire cloth construction, notice if it is mer- 
cilessly beaten together or aptly woven. Note if it is 
limits. Look at the 
crimping...too little results 
in spreading, costly rescreen- 
Too much weakens 
screen, giving shorter ser- 
vice. 

Write for Catalog: 


Contains pages of help for 
the wire cloth buyer. Ask 


fatigued, sprung 


ing. 


eyond working 


for catalog 11-F 


BUFFALO WIRE WORKS CO., Inc. 


ESTABLISHED 


427 TERRACE 
When inquiring specify FEP403 .. . 





SCHEELER'S 


BUFFALO, N. Y. 


see information request blank, pgs. 12-13 


1869 AS 


WIRE CLOTH BUYERS: 
Send for Stock List of Wire Cloth 
‘or immediate shipment. 
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Commutator Burnisher 
Provides Glass-Smooth Polished Surface 


Uses—Tool is designed to remove high resist- 
ance film on commutators and rings. Burnisher 
should not be confused with commutator stone 
as there is no cutting action. Unit will not re- 
duce high mica, flat or burned spots. 
Features—Burnisher polishes to a perfect face 
removing only surface film. Because of suction 
quality of material, tool actually sucks out dirt 
which accumulates in the slots of under-cut 
commutators. Obvious advantages are better 
operation, performance of brushes is improved 
with less noise, and contact drop is more uni- 
formly distributed and sparking reduced. 
Description—Burnisher is made of special ma- 
terial mounted in a wooden handle for pressing 
against commutator. Made in seven models or 
various sizes, with and without handles. Prices 
range from $1.00 to $2.50. 


OHIO CARBON CO., Dept. FEP, 12508 Berea Road, Cleve- 


land, Ohio. 
When inquiring specify FEP404.. . 


——————_ QO 


6” “Pyrex” Desiccator 
Each Unit Passes 24-Hour Test Under Vacuum 


Uses—New desiccators are made in two 
styles (with and without sleeves as 
shown in illustrations) designed to make 
vacuum work easier and faster. 
Features—External sleeve on Type No. 
3118 acts as a stopcock. A one-quarter 
turn of collar opens or closes this new 
type valve, which is easy to manipulate 
and does not stick. 

Performance—Each desiccator passes a 
24-hour test under vacuum. A minimum 
mercury manometer reading of 20 
inches, after the prescribed time limit, 
is provided for by manufacturing speci- 
fications. 

Description—Two styles in the 6” size 
are designated as Nos. 3078 with, and 
3078 without sleeve. Special grinding 
method permits economical interchange of parts. Made 
of “Pyrex” brand, balanced chemical glass. 


CORNING GLASS WORKS, Dept. FEP, Corning, N. Y. 
When inquiring specify FEP405 . . . see information request blank, pgs. 12-13 
ee eee 


Solution Feed 
Sanitary Pipe Cleaner 


Features — Machine 
eliminates flexible or 
rigid power shaft. 
Entire shaft is sup- 
ported on cylinder 
rubber cushions 
which prevent any 
strain on motor bear- 
ings and, as_ pipe 
cleaning shaft is si- 
lent and rubber guide 
is used at brush end, 
danger of damage to 
pipes is eliminated. 

Operation — Motor 
drives a solution feed 
shaft which is en- 
tirely made of Monel. 
Cleaning solution is 
fed through power 
shaft to the rotating 
spray reversible brush. The solution sprays out of holes 
in brush which means that rotating action of brush is 





see information request blank, pgs. 12-13 
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always being fed with the solution. Two-way valve pro- 
vides means of turning on clean water at will. By means 
of a small circulating pump under motor base, solution 
from wash tank can be used again. 

Description—Machine consists of a %4 or % H.P. motor 
mounted on a galvanized 10-foot tank. Outer casing of 
feed shaft is 1%” diameter, and within this shaft is an- 
other Monel heavy wall tube which is the power shaft. 
Inner shaft is suspended by bearings placed two feet 
apart. Bearings are kept cool by solution feeding. If 
bearings ever wear out, they can be easily replaced by 
pulling out spacers and removing bearings. Entire pipe 
cleaning shaft is flexible insofar as motor is concerned 
since special rubber motor coupling is used. 


NATIONAL ELECTRIC MFRS. CO., Dept. FEP, 60 East 
42nd St., New York, N. Y. 
When inquiring specify FEP406 .. . 


Barrel Racking System 


Handles Any Size Barrel; Save Floor Space 


Uses—Drums or barrels with any bilge can be stored 3 to 
6 tiers high. Easily set up racks have adjustable members 
providing for barrels of any diameter, and supporting 
rails are adjustable for barrels of any length. 
Features—Racks are adjustable and pitch can be pro- 
vided in rails so that barrels can be loaded on rack at 
one end and removed from other end. Racks are avail- 
able for endwise storage so contents can be drawn off 
through spigots and as vertical storage racks for closed 
or open top barrels. 


see information request blank, pgs. 12-13 
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Description—Racks are sturdily constructed steel mem- 
bers built for tiering to save floor space and for safe 
storage with minimum damage to container or contents. 
Portable elevators are used in connection with the racks 
for racking the barrels and drums. Elevators are de- 
signed with platforms to handle barrels vertically or 
horizontally, with both hand or electrically operated 
models. Telescoping models are available for high tier- 
ing where headroom permits. Elevators will also handle 
bagged, boxed and baled materials. Catalog 639 contains 
complete details. 

BARRETT-CRAVENS CO., Dept. FEP, 3276 West 30th 
St., Chicago, Il. 

When inquiring specify FEP4O7 . . . see information request blank, pgs. 12-13 


Have You a “‘New Solution’’? 


If you have recently solved a problem in any line 
of food manufacturing, through a new application 
or new use of your regular products, The Editors 
invite you to submit the facts for publication in this 
department... in over 30,000 copies. 


In submitting your “solution” please be sure to give 
the pertinent facts of (a) the problem, (b) just what 
was done and (c) what the results were. 


Send to Editors, FOOD EQUIPMENT PREVIEW 
737 N. Michigan Ave. Chicago 
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Colloid Mill Has 
Three-Stage Action 


Jacketed Mill; Dis-assembled & Cleaned in 
2 to 3 Minutes 


Performance—Hom- 
ogenizations on milk, 
ice cream mix, etc., 
produces results 
comparable or iden- 
tical to those ob- 
tained on other 
homogenizers using 
the highest pres- 
sures. Colloidal sul- 
phur has been pro- 
duced of an average 
particle size of one- 
: P half micron in one 
Bee H pis pass through mill. 
‘ Paraffine, cotton - 
Pe f seed, kerosene and 
Q many other emul- 
sions using both soap 
and gums as protec- 
tive colloids have 
been produced, absolutely stable,—complete dispersions 
of carbon black, solids, dyes, colors, etc., have been shown 
as a result of only one passage through mill. 
Features—Triple processing action gives fine dispersion; 
2,560,000 clippings of material take place per minute after 
material has passed through first stage and before coming 
to final gap space between rotor and stator faces. Very 
accessible construction permits dis-assembly for cleaning 
in 2 to 3 minutes. Low motor horsepower per gallon of 
material processed. 
Operation—Machine is of vertical type (see cut). Ma- 
terial is fed downward through funnel “A” and meets 
impeller vanes “B” on top of rotor traveling at 10,800 
R.P.M., which force it to periphery of rotor at pressures 
as high as 150 lbs. per sq. in. for some materials. Material 
is sheared at “C” in passing downward between side of 
rotor and housing (first processing action). Material is 
then impelled against centrifugal force by pressure of on- 
coming material through a labyrinth of tight fitting cir- 
cular rings “D,” machined on the bottom of rotor and 
top of stator (second processing action); and then it is 
forced across the smooth section “E” between rotor and 
stator third processing action) and drains from chamber 
“F” through side discharge outlet without having come 
in contact with any packing or glands at any time. 
Description—Rotor, stator and inlet chambers are bronze; 
inlet funnel is stainless steel; and housing semi-steel. 
Jackets are provided in stator and housings for heating 
or cooling. Easy adjustments meet requirements for 
handling various materials, and assembly can then be 
locked in desired adjustment. Machines are available in 
four sizes with 4”, 6”, 9” and 12” diameter rotors. De- 
scriptive literature is available on request. 


C. O. BARTLETT & SNOW CO., Dept. FEP, 6200 Harvard 
Ave., Cleveland, Ohio. 





When inquiring specify FEP408 . . . see information request blank, pgs. 12-13 
‘iditedanentiillanaaieaiaiaiy 
4-Wheel Pipe Cutter 

Uses — Especially 


designed for close 


quarters work and | 
for increased cutting | 


speed. 


Description — Four | 


cutting wheels of 
this heavy-duty Model No. 42 provide better balance and 
handling of cutter under all conditions, cut more evenly 
and save time in cutting iron, steel or brass pipe. Frame 
of cutter is malleable alloy, and the capacity is %” to 2”. 


RIDGE TOOL COMPANY, Dept. FEP, Elyria, Ohio. 


When inquiring specify FEP409 . . . see information request blank, pgs. 12-13 





Here's an Easy Way to 


See for YOU RSELF 


CONCAVE SIDE Se Yoy/ 


HOW THE 


What Happens 


V-Belt Bends 








CHICAGO, ILL. 
1524 South Western Ave. 


DALLAS, TEX. 
2213 Griffin Street 


HOBOKEN, N. J. 


Terminal Building 


When inquiring specify FEP410... 
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When chain driven, this hog-scraping 
machine (Jacob Dold Packing Co., Wich- 
ita, Kansas) wore out chains in 8 
months, sprockets in 18 and shafts fre- 
quently broke due to crystallization. 
Gates Vulco Ropes absorb the shocks, 
and have stopped all the former trouble. 
The belts last 3 to 4 years in spite of 
the fact that steam and hot water con- 
stantly escape over them. 














If you use V-belts you cannot spend two minutes more profitably than in 


making this simple test:— 


Pick up any V-belt that is built with straight sides. Bend it as it bends in 


going around a pulley. You will see that the top of the belt grows narrower, the 
bottom wider—and the sides of the belt bulge out. The straight-sided belt, when 
bent, takes the shape shown in figure 1, at left. Clearly, this shape does not 
fit the sheave groove. 


Now make the same test with the belt that is built with the patented concave 


side. As this belt bends, you will see it take the shape shown in figure 2—a shape 
that precisely fits the sheave groove. 


Two savings result. First, no outbulge of the sides means uniform sidewall 


wear—longer life for the belt. Second, the full side of the belt uniformly grip- 
ping the sheave wall will carry heavier loads without belt slippage—a saving in 
belt wear and also in power! 


The Gates Vulco Rope is the only V-belt built with the patented concave 


side. 


THE GATES RUBBER COMPANY 


Engineering Offices and Stocks in All Large Industrial Centers 


IVE 


LOS ANGELES, CAL. DENVER, COLO. 
1631 Ist Ave., South 2240 E. Washington Blvd. 999 South Broadway 


PORTLAND, ORE. SAN FRANCISCO, CAL. 
333 N. W. 5th Avenue 2700 16th Street 


BIRMINGHAM, ALA, 





see information request blank, pgs. 12-13 
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“LIGHTNIN” 


DOUBLE ACTION 


Portable Mixers, 
Geared or Direct 


rive, ma 
shifted from ¥ we 
to tank. Sizes 1/30 
te 10 H.P. ae 
Top Entering Units [> 
f ressure or vac- 





When inquiring specify FEP411 . . . see information request blank, pgs. 12-13 






Jeftre - Tray- 


—_ or ype 

indirect drying sys- 
- + tem (Patented). he 

3 ultimate in flexibilit 
-.. automatic contro! 
... Cleanliness. Let us tell 
you more about J-T dryers 
and coolers. 


CUSTOM-BUILT COOLING 
and DRYING SYSTEMS 


Cooling and drying systems engineered to meet your par- 
ticular requirements and processing conditions. Quan- 
tity production costs are retained and you get a ‘custom- 
built’ unit for a ‘production line’ price. Jeffrey-Traylor 
electric vibrating units meet many special conditions... 
will provide an economical and practical solution to your 
drying and cooling methods. Let us show you what we 
can do. 


Jeffrey-Traylor Division 


The Jeffrey Manufacturing Company 


856-99 North Fourth Street Columbus, Ohio 


Baltimore Cincinnati Huntington Salt Lake City 
Birmingham Cleveland Milwaukee Scranton 
Boston Denver New York St. Leuls 
Buffale Detroit Philadelphia Terre Haute 
Chicago Houston Pittsburgh 


When inquiring specify FEP412 . . . see information request blank, pgs. 12-13 
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Liquid Rubber 
Pulley Coating 


Uses — Product is sup- 
plied in liquid form for 
brush coating the face 
of any pulley, flat or 
V-type, to prevent slip- 
page. 

Features — Liquid coat- 
ing has a rubber base 
and is so compounded 
that maker states it 
sticks to pulley face re- 
gardless of pull exerted 
upon it. Can be applied 
in few minutes time at 
end of day, and pulleys 
are ready for use the 
next morning. 
Description—Product is 
known as “Nonslip Rub- 
berpull.” Material is 
offered in two size con- 
tainers: No. 1 is sufficient to cover 30 sq. ft. of pulley 
surface; No. 2 is sufficient to cover 120 sq. ft. Trial size 
enough to cover two average 10” pulleys can be obtained 
for $1.00. 

NONSLIP PULLEY COVERING CO., Dept. FEP, 777 
Hertel Ave., Buffalo, N. Y. 
When inquiring specify FEP413 ... 





see information request blank, pgs. 12-13 





Unbreakable Mercury 
“Stepped-Up” Switches 


Larger Capacities With Smaller Physical 
Dimensions 


Uses — Two models 
—No. A-5M and No. 
A-10Z — have been 
developed to meet 
the need for larger 
electrical capacity 
switches with small- 
er overall mechani- 
cal dimensions, thus 
opening up new uses 
for mercury switch- 
es where previously 
cost and size dis- 
couraged use of this 
type of contacting. 
Model A-5M has small required angular tilt and main- 
tains this angle under heavy overload; this model is 
especially adapted to snap acting mechanisms, as well as 
tilt actions. Priced slightly higher but can be used in 
many applications formerly requiring the A-10 (10 am- 
pere) switch. Similarly, the A-10Z at a slightly higher 
price can be used where the heavier A-20 model was 
required. 

Features—Switches of both models have special construc- 
tion features enabling them to carry greater currents than 
the maker’s regular line of switches of the same dimen- 
sions. 

Performance—Maker’s standard A-5 mercury switch is 
rated for 200 watts A.C. lamp load at an operating speed 
not to exceed 20 times per minute. The new A-5M, 
having same physical dimensions as the A-5, has success- 


| fully withstood 750,000 operations on a 500 watt A.C. 


lamp load at an operating speed of 5 times per minute 


| 24 hours a day. It has taken 50,000 operations on a 1,000 


watt D.C. lamp load at a rate of 25 times per minute. 
Performance of No. A-10Z is equally impressive when 


| compared to the standard A-10. 


DURAKOOL, INC., Dept. FEP, Elkhart, Ind. 
When inquiring specify FEP414 . . . see information request blank, pgs. 12-13 
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Jacketed Hemispherical 
Cooking Kettles 


No Pockets of Uncooked Food; Easy to Clean 


Uses— For cooking, 
heating, mixing and 
cooling of food pro- 
ducts. 

Features — Sanitary 
construction with no 
place where spilled 
food can accumu- 
late. Has truss legs 
for greater strength. 
Sanitary outlet flush 
valve with remote 
control lever elimin- 
ates need for opera- 
tor crawling under 
hot kettle. Design 
makes for easy 
cleaning. Stainless 
steel agitator with 
scrapers which, 
when used in combination with adjustable baffles, creates 
mixing action equivalent to double motion agitator. 
Description — Open jacketed hemispherical kettles are 
built for 60, 100 and 125 lbs. jacket pressure and are 
made of various stainless steels (also finished in Monel 
or nickel when ordered). Kettles are made in true half- 
ball shape with welds ground smooth and polished. They 
are provided with 1%”, 2” or 3” threaded bottom nipple 
outlet as specified (no stuffing boxes needed), and steam 
inlet with hardened steel spreading nozzle. Standard 
sizes are from 30 to 300 gallons. When specified, kettles 
are equipped with geared head motor and motor drive 
for stainless steel agitator shaped to fit kettle. Available 
with or without scrapers and baffles. Kettles are also 
provided in tilting designs with hand or geared tilting 
mechanisms and pouring lip. 

PFAUDLER CO., Dept. FEP, 89 East Ave., Rochester, 
N. ¥. 


When inquiring specify FEP416... 


Round Belting Has 
Steel Spring Core 


see information request blank, pgs. 12-13 








Features—Belting is installed with 7%7 

a slight tension which is main- 

tained indefinitely by the steel Lb? waanaicnanamaa 

spring core. No metal fasteners 

are required, and installation is ge 
= 


simple and easy. Maker states 
that the round belt outpulls and 
outlasts leather belting. 
Description—“Round-Tex” belting 
is built on a tightly wound steel 
spring as a base. Spring is cov- 
ered with rubber tire-tread stock, 
which acts as a cushion and pro- 
tects the next coating, which is a 
layer of durable braid, from chaf- Lo? 
ing on the spring. Braid acts as 

shock absorber for spring, controls 
elongation of finished belt, and “Be 
regulates its tension. Braid is cov- 

ered with tire-tread rubber. Ends of belt are fastened 
together by pulling out about one-half inch of spring 
core at each end (Fig. 5). One coil is cut off and small 
piece of rawhide inserted (same as used in clipper belt 
hooks) in one end of extended spring. One end of belt 
is then turned backward two complete turns and ex- 
tended ends of springs pushed together over rawhide 
plug. End of springs thread into each other to make 
endless belt. 

SUDBURY LABORATORIES, Dept. FEP, South Sud- 
bury, Mass. 

When inquiring specify FEP416.. . 
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see information request blank, pgs. 12-13 
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Neoprene Coated 
Canvas Work Gloves 


Features—Gloves resist 
oils, fats and greases and 
offer complete hand pro- 
tection. Neoprene coat- 
ing provides a tough 
wearing surface and in- 
creases service life. 

Description—Gloves are 
made in both the knit 
wrist and gauntlet type 
(shown in cut). Same 
hand comfort and finger 
freedom characteristics 
of canvas gloves is 
available in these coat- 
ed gloves. The knit wrist glove is wrist length, while the 
gauntlet type is 14%” long, including a six-inch gauntlet. 


MILLER RUBBER CO., Dept. FEP, Akron, Ohio. 
When inquiring specify FEP417 . . . see information request blank, pgs. 12-13 








High-Pressure 
Spiral Packing 


Uses—This spiral asbestos packing is specially adapted 
for reciprocating rods and plungers of steam engines and 
pumps, air and gas compressors, and various special 
machinery. 
Features — Construction withstands misalignments and 
impact shocks, and has lasting lubrication which reduces 
wear on rod or shaft and prolongs life of packing. 
Description—This high-pressure packing is made of close- 
ly woven asbestos cloth with center block laid up against 
a flat strip of heat-resisting, resilient red rubber. Cover 
or wear face is firmly bonded to center to make a strong, 
square-cornered packing. Packing is spiraled on a man- 
drel and vulcanized so that it retains its shape. Outer 
layer is impregnated with special lubricant forced into 
packing by hot pressure process. Material is regularly 
furnished in standard 12%4-foot spirals. 
GREENE, TWEED & CO., Dept. FEP, 101 Park Ave., 
New York, N. Y. 
When inquiring specify FEP418... 
ee cet 


see information request blank, pgs. 12-13 


Fluorescent Fixture 


Glass End-Windows For More Even Light 
Distribution 


Features —- 
Plastic cover 
lowers from 
retaining 
hinge and 
easily re- 
moved re- 
flectors pro- 
vide speedy 
maintenance. 
Full-screen- 
ed lamp dif- 
fusion is ef- 
fected with 
glass or plastic shield to minimize harsh glare for eye 
comfort. Shield and glass end-windows provide more 
even light distribution. 

Description—Cast aluminum ends of fixture are finished 
in satin aluminum with bright beading. Glass or plastic 
shield is held between cast ends by four rods. Fixtures 
use four 40-Watt lamps and are available for close-ceil- 
ing or suspended mounting. 

EDWIN F. GUTH CO., Dept. FEP, 2615 Washington Blvd., 
St. Louis, Mo. 

When inquiring specify FEP419 . . . see 





information request blank, pgs. 12-13 


| 
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FOOD EQUIPMENT PREVIEW 


Vibrator F'eed Weigher 


Handles Most Delicate Products Without Break- 
age; Screens Out Fine Particles 


Uses—New mod- 
el especially de- 
signed for weigh- 
ing and filling 
cookies, crackers, 
etc., into cartons 
with or without 
liners. 

Features — Twin 
vibratory feed 
weigher fills two 
packages at a 
time. Automatic 
control stops discharge from machine if packages fail to 
reach the discharge spout. For packages with liners, 
automatic liner spreaders are supplied. 
Performance—Range of machine is 4 ounces to 16 ounces; 
production is 15 to 25 packages per minute; accuracy is 
exact weight to one or two pieces plus or minus. 
Operation—Model N2-C is equipped with a power driven 
conveyor. Products being packaged are carried by belt 
conveyor from a hopper onto electrically vibrated feed 
plates. Weighing is accomplished in the discharge spouts 
which are directly connected to scales which are set to 
predetermined weight. When load in spout balances 
scale, discharge from feed plates automatically stops. 
After load has been discharged into package, feed cycle 
commences again. Floor space required for machine is 
10 ft. by 9 ft. 


TRIANGLE PACKAGE MACHINERY CO., Dept. FEP, 
901 North Spaulding Ave., Chicago, Ill. 
When inquiring specify FEP420 . . . see information request blank, pgs. 12-13 


a 





Capacitor Motor 


Triple Protection: Mechanical, Electrical and 
Operating 


Uses — Made in 
two types: Type 
KC is for ap- 
plications re- 
quiring moder- 
ate starting 
torques such as 
fans, blowers 
and centrifugal 
pumps; Type 
KCJ is designed 
for compressors, 
loaded conveyors, reciprocating pumps, and other appli- 
cations requiring a high starting torque. 
Features—Protected frame and end shields minimize con- 
tact of vital motor parts with foreign material and also 
protect against accidental blows and rough usage. The 
new type Formex insulation, dust-tight bearings and 
use of Glyptal in the priming and finishing paints offer 
further protection. Installation in close quarters is sim- 
plified by a pressed-steel conduit box which may be 
mounted in any one of four positions. 
Description—Motors are made either with ball bearing 
or sleeve bearing construction. Capacitors are mounted 
inside the end shield on normal torque motors, while on 
the high-starting torque motors of 14% HP and larger 
the capacitors are mounted in a compact case on top of 
motor frame. Clearly marked terminals permanently 
identify the leads. Transfer switch, which transfers 
motor from starting to running connection, consists of a 
centrifugal mechanism mounted on the rotor shaft, and 
a stationary switch located on the end shield. As motor 
approaches full speed, centrifugal force moves collar of 
rotating mechanism away from switch by snap action, 
thus causing switch to open. 

GENERAL ELECTRIC CO., Dept. FEP, Schenectady, N. Y. 
When inquiring specify FEP421 . . . see information request blank, pgs. 12-13 
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REDUCE STEAM COSTS 


Stationary Grate 
Type—Fine par- 
ticles of fuel are 
burned in sus- 
pension, coarse 


coal on the 
grates. OVER 


THROW Rotor 
action insures 
uniform fuel dis- 
tribution. Flex- 
ible, dependable 
and efficient, 
with a wide va- 
riety of fuels. 
Dumping grate 








type also avail- 
able. 


Detroit RotoStoker 


Economically burns wide range of fuels. Successfully 
handles rapidly fluctuating loads. Easy to operate. 


RotoStoker is one of seven types of Detroit stokers in- 
cluding both underfeed and overfeed, for all requirements 
from the small heating plants to large power operations. 


Save coal—save labor. 


Write for Catalog No. 841--today 


DETROIT STOKER COMPANY 


General Motors Bldg., Detroit, Mich. 
Since 1898 W orks—Monroe, Mich. 
Built in Canada—London, Ont. 


When inquiring specify FEP422 . . . see information request blank, pgs. 12-13 





of Keokuk PRESENTS.... 
TWO TRUCKS TO SAVE YOU 
TIME--MONEY--FLOOR REPAIRS 


PLATFORM 
TRUCKS 





No. 55 
Two " 
see WHEEL 
- TRUCKS 
Made in all sizes and ‘ie eee Fae 


capacities to meet = movement of stock. Standard 
any requirements. ede end lll =o 


Series 360-8 left, ,,, operation, HYATT 


made with steel ROLLER. BEaminas mr 
frame, ash platform 8ER TIRED WHEELS are stand- 


ard on all Thomas Truck: 
to give many miles had with plain bearings and. metal 
of service, 


wheels, if you prefer. 
Write today for complete catalog. 


THOMAS TRUCK and CASTER CO. 


4114 MISSISSIPPI RIVER KEOKUK, IOWA 
When inquiring specify FEP423 . . 











- see information request blank, pgs. 12-13 
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LOOK INTO 





THE WORLD mopeEL cu 


SEMI-AUTOMATIC LABELER 


Here is a Labeler that is made to order for your glass pack. 
Note the ready accessibility of label holder, gum box and 


bottle stan . the compact, sturdy, construction . .. the 
- ow, om design—change-overs or adjustments may be 
e in a jiffy. 


yo addition to its ly "versa convenience, the WORLD 
oo CH is extrem versatile. It = plies labels from 

x %” => to 6 x esos rom tiny samples 
up to "Tes cluding Soleus 


For complete information on this adaptable, dependable 
WORLD Labeler write for Bulletin CH-12 or, better still, 
send us a complete set of your labeled packages. 





When inquiring specify FEP424... 
iciicttatilliecasiaiandimas 


BAKER LOW-LIFT TRUCKS 


step up efficiency of 
materials handling 


see information request blank, pgs. 12-13 


her 





Whether the load is bulky sacks, cartons or drums—the 
Baker Low-Lift Truck can handle it quickly, safely, economi- 
cally. This handling efficiency is reflected in increased 
company profits. 


Only BAKER LOW-LIFT TRUCKS have 
all these PLUS advantages 


q Alloy Steels in all parts sub- 4No Plug Travel Controller 
jected to stresses, reducing (patented) making correct, 
maintenance. careful operation compulsory. 

atisete Redaction Bitoas 5 Complete Accessibility of All 

wore er, ep tes ME, running. Units resulting in lowered 
maintenance expense. 


Duplex Compensating Suspe 

3 sion of Power Axle (eussened) Each Motor on Baker Trucks 
increasing flexibility and elim- is Baker-made for its specific 
inating uneven floor strains. function. 


For further information write 


BAKER INDUSTRIAL TRUCK DIVISION of the Baker-Raulang Company 
ay 2163 WEST 25th STREET 


* CLEVELAND, OHIO 
INDUSTRIAL TRUCKS 


When inquiring specify FEP426.. . 





see information request blank, pgs. 12-13 
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Fire Blanket Container 
Ready For Instant Use 


Uses— Container is designed for 
speed, convenience and service for 
use with wool or asbestos fire 
blankets. 

Operation—Easy operation and ready 
for instant use; simply pulling down 
on handle lets blanket fall out. Bot- 
tom bracket, which can be used as 
carrying handle, serves to keep con- 
tainer in vertical position. 
Description—Container is painted red 
for quickly locating it in emergencies 
and has “Fire Blanket” painted on in 
large white letters. It hangs on con- 
venient hook. Unit is made of sheet 
metal, and is 20” high by 9” dia- 
meter. 

SAFETY CLOTHING & EQUIP- 
MENT CO., Dept. FEP, 7016 Euclid 
Avenue, Cleveland, Ohio. 
When inquiring specify FEP426 ... 


Gas-Fired Meat 
Loaf Cooker 


False Bottom Prevents Product Scorching 





see information request blank, pgs. 12-13 





Uses — Unit was 
specially developed 
for meat packing 
plant to meet their 
requirements for 
dipping meat loafs. 
Also has other uses 
since the basic prin- 
ciple used is a gas- 
fired tank heater 
widely employed for 
cooking peanuts, potato chips, hams, feed, sausage, etc., 
and for heating caustic solutions, compounding oils, melt- 
ing paraffin for cheese dipping, etc. 

Features—Unit has two removable drain boards, a hinged 
cover, and a false bottom so that articles cannot be placed 
on hot surface and become scorched. Each unit also has 
1%” draw-off valve of the non-sticking type. 
Description—Several size units are available and one 
shown in cut has inside tank dimensions of 26” long, 15” 
wide and 12” deep. This size has approximate gas con- 
sumption of 60,000 B.t.u./Hr. The tank heaters consist 
of an outer shell inside of which is placed the tank proper 
or container, Burners are placed inside the outer shell 
and underneath the container. Door in outer shell pro- 
vides opening for lighting burner. Heaters are equipped 
with either blast or atmospheric burners. Mixer em- 
bodied in assembly is adjustable to air-gas mixture and 
permits perfect combustion. 

ECLIPSE FUEL ENGINEERING CO., Dept. FEP, Rock- 
ford, Ill. 

When inquiring specify FEP427... 





see information request blank, pgs. 12-13 


ee 
Rotary Pressure Joint 


Larger Sizes Now Have Renewable Wearing 
Plates 


Uses — For use in 
many industries, in- 
cluding food proces- 
sing, or wherever 
steam or liquids un- 
der pressure must be 


admitted into rotat- 
ing rolls. 
Features — Leaks 


caused by dirt and 
scale accumulating under the sealing ring may steam cut 











April-May, 1941 


the casting; in the new Type R, end plate subject to this 
wear is made as a separate casting which can be refaced 
easily and inexpensively. In the new type, all metal parts 
subject to any wear are now made separate and re- 
newable. 

Description—Interior construction has not been changed. 
Sealing is accomplished by a carbon-graphite ring which 
takes place of all packing and is self-lubricating. This 
joint also compensates in its design for misalignment, 
both lateral and angular. Pressure passing through the 
joint is the sealing force. New Type R is offered in the 
3”, 4” 5” and 6” sizes. 
maximum pressure. 


JOHNSON CORP., Dept. FEP, 834 Wood St., Three 
Rivers, Mich. 
When inquiring specify FEP428 . . . see information request blank, pgs. 12-13 





Swivel Light Socket 


Adjustable To Full 90 Deg. — Angle 


Features — Socket, 
known as “Swive- 
lier,” can be ro- 
tated to describe a 
complete 360 deg. 
are when adjusted 
at any angle; ad- 
justable to full 90 
deg. right angle. 
Wires cannot twist 
because of special 
stop. Unit will 
“stay put” in any 
position. 
Description—Sock- 
ets come in three 
standard finishes: 
dipped brass, brush 
brass and electro 
nickel. There are 
no set screws, wing 
nuts or friction washers to work loose or wear. Units are 
wired the same as the ordinary brass shell sockets; nip- 
ple units replace the usual %” and %”rigid sockets. 
Brass shell Uno Thread permits attachment to any style 
shade. 


RELIANCE DEVICES CO., Dept. FEP, 140 Liberty Street, 


New York, N. Y. 
When inquiring specify FEP429 ... 





see information request blank, pgs. 12-13 


* + 
Low-Cost Pipe Coupling 
Uses _ These all- eo ears | re woes 
service couplings A 
are for use on plain 
end pipe. Applica- 
tions includes gas 
and water pipe 
lines, food process- 
ing and _ chemical 
lines, hot water and 
steam lines, etc. . 
Description — No. 1 ae 





plain type of coupl- 
ing, shown in draw- 
ing, is a combina- 
tion of malleable iron body castings with a malleable iron 
sleeve, black steel bolts and rubber gaskets. Since cov- 
ered sleeve arrangement offers greater resistance to 
corrosion and electrolysis, couplings can be used on 
underground installations. Pipe sizes vary from %” to 
4” for the plain type coupling. In other types of coupl- 
ings, inside sleeves are lined in various ways to resist 
chemical action of pipe line fluids. In less severe condi- 
tions, sleeves are galvanized or plated. Couplings can be 
made up with special materials to fit service uses. 

REGOR PRODUCTS CO., Dept. FEP, 333 Kearny St., 


San Francisco, Calif. 
When inquiring specify FEP430 .. . 


Pat Pano 


see information request blank, pgs. 12-13 





All joints are rated for 150 Ibs. 
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FOOD EQUIPMENT PREVIEW 


INSTRUMENTS OF CONTROL 





New developments in control instruments 
for Production . . for Laboratory 





Thermionic pH Recorder 


Continuously Records pH Values Under Plant 
Operating Conditions 


Uses—For prevention of in- 
version, carbonation process, 
etc., in sugar refining, con- 
trol of feed water or flue gas 
scrubber liquids in power 
stations, control of fermen- 
tation in breweries and dis- 
tilleries, sewage control, and 
many other industrial uses. 


Features — Glass electrode 
with universal application; 
all-electric operation — no 
batteries; automatic stand- 
ardization with Weston cell; 
automatic temperature cor- 
rection; continuous flow of 
sample; remote location of 
electrode system; flexibility 
— range readily changed; 
vapor and dust-tight—all units enclosed. Continuous re- 
cording with laboratory accuracy. 

Description—Complete equipment operates directly from 
25 or 60 cycle supply line and electrode system may be 
located at considerable distance from recording unit. 
Installation consists of two units — electrode assembly 
and the combined thermionic potentiometer-recorder. 
Glass electrode voltage is balanced potentiometrically by 
means of the thermionic potentiometer and automatically 
recorded in pH values. Chart width of 10” provides %” 
for each .10 pH unit—the smallest scale division. Stand- 
ard chart speed is 1” an hour. Operating at normal 
speed, chart need be replaced only once every two 
months. Design of continuous-flow type chamber pre- 
vents any clogging due to solid particles carried in sam- 
ple solution. Bulletin No. 910-T gives complete details. 


CAMBRIDGE INSTRUMENT CO., INC., Dept. FEP, 3732 
Grand Central Terminal, New York, N. Y. 


When inquiring specify FEP431 . . . see information request blank, pgs. 12-13 





acces ceca cere 
Direct-Acting 
Thermostatic Control 
Sensitivity of 142 Deg. F. Plus or Minus 


Uses — For 
tank and 
process ap- 
plications to 
regulate flow 
of steam or 
water. Typi- 
cal applica- 
tions are on 
steam supply 
to steam 
heated water 


ALTERNATE BULB 
POSITION 


os a 
{ STERLING 
TYPE 150-A 
HEATER 
WITH 


SUBMERGED 
STEAM cow® 


: 7 STERLING 
STERLING a e “Y"_ STRAINERS storage tanks 


(see illustra- 
tion), stills, 
pasteurizers, bottle and can washers, drying ovens, cook- 
ers, scalding vats, fuel oil pre-heaters, etc. Function of 
unit is to provide a modulating flow of water, steam or 
gas, and to control temperature with 1% deg. F. plus 
or minus, 

Operation—Thermal bulb is installed in either a tank 





aT 
COLD WATER INLET ~ Gorter 


or liquid line. Change in temperature at bulb increases 
or decreases pressure within the bulb. This change in 
pressure is transmitted through copper capillary tubing 
to bellows at bottom of valve housing. Pressure in turn 
is transmitted to valve stem, opening and closing the 
valve. 

Description—Unit is known as the Thermotrol No. 150A, 
and is suitable for pressures 0 to 30 lbs.; available in 
sizes of 4%”, 3%,” and 1”. Model 150-AH is stainless steel 
fitted and is suitable for 0 to 125 lbs. pressure; available 
in %”, 34” and 1” sizes. Valve body is of cast, virgin 
steam brass. Standard thermal bulb is copper for immer- 
sion in non-corrosive liquids, but bulbs with protective 
shields are available for special conditions. Control is 
tight-closing, single-seated, semi-balanced with corrosion- 
resistant bronze valve disc and seat. Bulletin No. 402 
contains complete descriptive data. 

STERLING, INC., Dept. FEP, 3718 N. Holton St., Mil- 
waukee, Wis. 

When inquiring specify FEP432 . . . see information request blank, pgs. 12-13 


eee esses 


Measuring Pulsating Flow With Methods for 
Damping Pulsations to Secure 
Accurate Readings 


Three means of securing accurate readings and correct 
measurement of pulsating flow are described in this paper. 
Line drawings show the three methods. An example is 
given of how errors can result when recording a pulsating 
flow. Paper is available on request. 


COCHRANE CORP., Dept. FEP, 17th & Allegheny Ave., Phila- 
delphia, Pa, 
When inquiring specify FEP433 ... 


see information request blank, pgs. 12-13 


O 


Auto. Interval Timers 
Has Slow-Speed, Self-Starting Synchronous Motor 


Uses—For timing or controlling au- 
tomatic heating units, air-condition- 
ing equipment and wide variety of 
industrial process machinery which 
must be accurately timed in split 
seconds, seconds, minutes or hours. 
Applications include variable speed 
motors, heat-treating and baking 
ovens, plating and welding rigs, 
conveyors and elevators, etc. 
Features—Timers are operated by 
slow-speed, self-starting synchron- 
ous motor—no clock works or tick- 
ing escapements to get out of order. 
Gives accurate and dependable con- 
trol of electric circuits on a timed basis. Units are not 
affected by vibration. Can be used to open or close a 
circuit, make momentary contact, repeat present schedule 
of contacts, or reset upon power failure. Have fast- 
acting, silver contract micro-switches. 
Description—Small, compact design, finished in “thermo- 
stat gray.” Manual and automatic reset models are 
available in built-in flush panel mounting, enclosed sur- 
face mounting or wall mounting. Underwriters approved 
for 10 Amp. 115-volt, of % H.P. direct load. Manual reset 
types are set by revolving bakelite pointer away from 
zero to desired time; circuit is opened, closed or reversed 
at preset tige. Automatic reset types operated by push 
button. Settings can be made between % second mini- 
mum and 9-% hours maximum. 

PARAGON ELECTRIC CO., Dept. FEP, 37 West Van 
Buren St., Chicago, Il. 
When inquiring specify FEP434.. . 








see information request blank, pgs. 12-13 
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At Long Distance! 


struction ... costs no more... 
practically eliminates main- 
tenance and replacements. 
Write for Bulletin 148-5. The 
Foxboro Company, 174 Ne- 
ponset Avenue, Foxboro, 
Mass., U.S.A. Branches in 25 
principal cities. 


Here's a dial-type Temperature 
Indicator that is genuinely ac- 
curate and specially designed 
for quick, accurate reading! 
Can be located anywhere up 
to 200 feet from bulb. Clear-cut 
dial figures give easy readings 
20 feet away. All-metal con- 


FOXBORO 


Reg. U. S. Pat. Off. 


TEMPERATURE 
INDICATORS 








When inquiring specify FEP436 . . 


a ¢ 


This G-E Time Meter SAVED 








SHOP foreman 
planned to buy 
four new winding ma- 
chines to keep pace with 
an increase in production 
(estimated cost, $7200). 
Conduit- A G-E time meter was 
mounting installed to check actual 
Type operating time of the one 
winding machine being used. It 
showed that the machine actually 
operated only 13 per cent of each 
shift. The rest of the time was spent 
in set-up. 
Equipment was purchased to keep 
work set up for the available 
machine (cost, $3300). Purchase of 
the new machines was avoided. 
Saving: ($7200 —$3300) $3900, 
G-E time meters are available in a 
wide variety of types to meet your 
specific requirements. Bulletin GEA- 
3299 gives complete listings. Ask 
for it today, General Electric, 
Schenectady, N. Y. 







Get These Facts with Time Meters 


3. Total operating life of machines 
and tools 

4. Correct intervals for inspecting 
and servicing machines 


| When inquiring specify FEP436 . . 


. see information request blank, pgs. 12-13 


. see information request blank, pgs. 12-13 
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MERCURY DIAL 
THERMOMETERS 


-Very Sensitive 
Extremely accurate 
Sturdy built 

Easy to read 

All ranges 


Palmer Dial Thermometer Installations have proven 
to be very satisfactory because of their accuracy and 
sturdy construction. Stainless-steel flexible tubing 
connection and bulb are standard without extra 
charge. Furnished with plain bulb, union connection, 
separable-socket and flange connection. Ranges: —40 
+ 1000°F. (or 550°C). Built by craftsmen who know 
how to make good thermometers. 


(Write for Bulletin No. 1500) 


THE PALMER CO. Mfgrs. 


Thermometers: Recording, Industrial, Laboratory and Dial. 
2519 Norwood Ave., Cincinnati, Norwood, Ohio 
Canadian Plant: King & George Sts., Toronto 





When inquiring specify FEP437 .. . 


New Data. 


oe 7 ON 
1. INDICATING 
RECORDING 
“Radio Principle” 
THERMOMETER 
CONTROLLERS 


* Bulletin No. G502-2 * 
Your 
Copy 


see information request blank, pgs. 12-13 





% explains the individually superior 

features of the Wheelco “Radio Princi- 
le” Control System as applied to 
heelco Thermometers. 

% outlines the more than 130 standard 


will combinations available when Wheelco 

be sent Thermometers are combined with Pro- 

promptly portioning, Program, ON-OFF Control, 
or integrally mounted Flame-otrols 

on request. (combustion safeguards), Purging Tim- 

WRITE ers, etc. 

TODAY! %& gives important information on 


Bulbs, Capillary and Accessory Equip- 
ment for Therm-otrols and Thermom- 
eters. 

%& provides recording chart data and 
schematic operating diagrams of con- 
troller combinations. 


Instruments Co. 


1929-33 S. HALSTED STREET ° ° ° CHICAGO, ILLINOIS 
When inquiring specify FEP438 . . . see information request blank, pgs. 12-13 











FOOD EQUIPMENT PREVIEW 





Control Instruments (Con. ) 
Water Chlorination 


Compact Solution Feeder Operates Automatically 







COOLING METHODS __HYPO-CHLORINATION --Staanen SES Si mea 
O* Camm COOLING METHOD | A* WATER SUPPLY FROM mame , 
fers 93 


Uses — For 
chlorination 
of general 
dairy wa- 
ter, butter 
wash water 








VARIABLE FLOW 
PROPOR TONAL 
CACR-0-FELOER 


- 
| _fet. 


i} 












in cream- | © WATER SUPPLY FROM ELEVATED Tame 

S a | 
cooling wa- | . Rt 
ter and ae”. ee 





FOOT a 
cannery | ©—_* || 
wastes; for Fernessunt RE TORT wETWOO | (C+ WATER SUPPLY FROM PUMP 
chlorination 
and chemi- 
cal _ treat- 
ment of 
water sup- 
plies to bottling plants to prevent algae cloud-up, etc. 
Features—Easy feed adjustment is provided on this rug- 
gedly constructed feeder. Operation is automatic. Trans- 
parent plastic reagent head bares vital operating parts 
to visual inspection. Chlorinators used for sterilization 
of general dairy water supply can be adjusted to heavy 
dosing rate for washing down walls, floors, cans, tanks, 
trucks, etc. Unit requires a minimum of space and re- 
quires no special room or ventilation. 
Description—lIllustration shows three hypo-chlorination 
methods which are interchangeably applicable with three 
cooling methods. Illustration shows hypo-chlorination of 
cooling water in canneries to reduce spoilage due to 
seepage. Units are diaphragm and piston type solution 
feeders positive displacement type, available for constant 
rate or flow proportionate chlorination or chemical feed. 
“Chlor-O-Feeder” drive motor may be cross connected 
to pump motor starter for automatic operation in step 
with the water pump. Complete details and case studies 
are available. 

%PROPORTIONEERS, INC.%, Dept. FEP, 37 Codding 
St., Providence, Rhode Island. 


When inquiring specify FEP439 . . . see information request blank, pgs. 12-13 
qneemnereneane, om 


Low-Cost Photo- 
Electric Relay 


Uses — Applications include 
counting, sorting, weighing, 
measuring, controlling, sig- 
nalling, inspecting and regu- 
lating when conditions per- 
mit. 

Features—Unit is low cost; 
compact molded cover houses 
cast alloy chassis. 
Description—Relay operates 
at speeds up to 150 interrup- 
tions per minute and at a minimum of 40 foot-candles at 
the phototube with not more than 15 foot-candles of ex- 
traneous light present. Unit has controlled contact rating 
of 10 amperes at 115 volts a-c, with two normally open 
and two normally closed contacts. Relay coil is ener- 
gized when light at phototube is reduced below 30 foot- 
candles. Relay may be mounted by any one of following 
methods: wall mounting on concealed rigid conduit, ex- 
posed rigid conduit, or with flexible conduit or open 
wiring; bench or table mounting on rigid conduit, or 
with flexible conduit or open wiring; and by other meth- 
ods meeting accepted rules of practice. Devyjce has re- 
movable bracket. Removable cover, easily removed 
without tools, is held firmly by spring clips. 

GENERAL ELECTRIC CO., Dept. FEP, Schenectady, 


N. ¥. 
When inquiring specify FEP440 ... 











CONSTANT RATE 
wet ret nes ee 


T OMOR-0-FEEOER 














see information request blank, pgs. 12-13 
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Liquid Level Controls 


No Stuffing Boxes, Bellows, Rotary Shafts 
or Packing 


Uses— Controls are 
for tank or vat ap- 
plications where it is 
necessary to maintain 
a liquid level within 
a certain differential. 
As electrical units, 
controls may be used 
to energize a pump, 
solenoid valve or mo- 
torized valve depend- 
ing on _ application. 
Also, may be used in 
an alarm system to 
flash a light or ring a bell when liquid level reaches a 
certain point. 
Features—Switching action is produced by magnetic at- 
traction and is simple and positive in operation—no 
stuffing boxes, bellows, rotary shafts or packing assem- 
blies which are subject to sticking, binding, breaking 
or rupturing. 
Description—These tank float switches are made in two 
models: Model TF-5 for flange mounting and Model TF-6 
(shown in cut) for screw-in mounting. Model TF-6 in- 
corporates a 2-%” male thread for the screw-in mounting. 
It permits an operating differential ranging from a mini- 
mum 1” with a 6” float rad to a maximum 13” with a 26” 
float rod. Standard TF-6 model comes complete with a 
2-14” seamless copper float ball, monel float rod, S.P.S.T. 
mercury-to-mercury switch (rated 10 Amperes at 250 
volts), chrome nickel iron body and head, and spun alumi- 
num cover. 


FRED H. SCHAUB ENGINEERING CO., Dept. FEP, 325 
West Huron St., Chicago, Ill. 
When inquiring specify FEP441... 


‘Sciteicinniaindlt i teiniaiectiis 


Velocity Gauge Tester 


Blank Cartridge Discharge Used As Pressure 
Source 





see information request blank, pgs. 12-13 


Uses — For safely 
testing gauges used 
in connection with 
compressed gas 
storage cylinders, to 
determine their 
ability to withstand 
sudden applications 
of surge pressure 
encountered under 
service conditions. 
Operation — Gauge 
to be tested is as- 
sembled in position 
under transparent 
guard which per- 
mits visual observa- 
tion of test and 
serves as protective 
medium to operator 
in case of gauge failure during test. Small blank car- 
tridge is then inserted in breech unit of tester, and man- 
ually discharged by a spring-actuated firing pin. Pres- 
sures resulting from cartridge discharge are transmitted 
directly to gauge mechanism, causing it to function in a 
normal manner under high initial load. At the same 
time an electrical relay is operated, completing a cir- 
cuit to signal light which indicates gauge has been sub- 
jected to required test pressure. Circuit to signal light 
remains completed until manually broken by operator 
prior to next test. 

MINE SAFETY APPLIANCES CO., Dept. FEP, Braddock, 
Thomas & Meade Sts., Pittsburgh, Pa. 

When inquiring specify FEP442 . . . see information request blank, pgs. 12-13 
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Control System For 
Unit Heaters 


Uses — Control sys- 
tem is designed to 
increase comfort 
and efficiency by 
preventing hot 
blasts of air, pro- 
viding continuous 

air movement, elim- Tetmmostat 
inating the stratifi- 
cation of air, and 
assuring even, com- 
fortable tempera- 
tures without over 
or underheating. 
Description—System may be either pneumatic (as illus- 
trated) or electric. Pneumatic system is less expensive 
and may be more desirable in industrial buildings where 
a compressed air supply is already available. The sys- 
tem provides (1) Modulated continuous flow of steam 
whenever thermostat is calling for heat, the quantity of 
steam flow being dependent on thermostat demands; (2) 
continuous automatic fan operation only when steam is 
being supplied to unit heater; (3) manual “off-on auto- 
matic” switch in order that fan may be run constantly 
or if no heat is required it may be shut off entirely; and 
(4) optional means of automatically shutting off fan when 
there is no steam pressure in main steam line, thus pre- 
venting fan operation when no steam is available. 


MINNEAPOLIS-HONEYWELL REGULATOR CO., Dept. 
FEP, 2950 Fourth Avenue South, Minneapolis, Minn. 
When inquiring specify FEP443 . . . see information request blank, pgs. 12-13 


(Oar 


Control Instruments For Food Industries 
Attractive, two-color, 12-page booklet shows many types 
of instruments of control for the food and beverage indus- 
tries. Large photos show the instruments in detail and 
specifications are given for each type. Installation photos 
show instruments being used in cannery, fruit packing 
plant, bakery, meat packing plant, coffee roasting, etc. 
Bulletin No. 242 is available on request. 

FOXBORO CO., Dept. FEP, 174 Neponset, Foxboro, Mass. 
When inquiring specify FEP444 . . . see information request blank, pgs. 12-13 





unit 
LINE HEATER 





Program Clocks 
Synchronous; For Operating Time Signals 


Uses—Clocks can be built to 
operate for many different 
purposes such as daily siren 
testing, timing industrial proc- 
esses, signalling start and end 
of operating periods, etc. 
Features—Clocks have large, 
legible 24-hour dial and a one- 
hour dial cam. Pointers, con- 
nected to a contact arm, ride 
the dials and permit contact 
apm to fall only when preset 
time is reached. Units are 
compact and enclosed in dust- 
proof case. 

Description — Made in two 
types: Type P 512 will op- 
erate a signal at any five min- 
ute period; Type PD 124 will 
operate a signal at any one 
minute period. Clocks are op- 
erated by heavy duty synchronous motors, and contact 
arrangements are such that accuracy is assured. Contact 
can be so arranged as to operate a signal either in one 
ring or a coded ring, or a definite duration of time, from 
2 to 6 seconds. 

ZENITH ELECTRIC CO., Dept. FEP, 845 S. Wabash Ave., 


Chicago, Il. 
When inquiring specify FEP4456 .. . 





see information request blank, pgs. 12-13 


FOOD EQUIPMENT PREVIEW 


Oven Control Thermostat 


Self-Contained; Operated Horizontally or 
Vertically 


Uses—For oven 
control with a 
temperature 
range from 70 
to 600 deg. F., 
with a tolerance 
from room tem- 
perature to 250 
deg. F., 2 deg. 
F., plus or minus; above 250 deg. F., 1 deg. F. plus or 
minus. 

Features—Instrument can be operated horizontally or 
vertically without affecting temperature setting or index 
position; will operate without auxiliaries up to 1000 
watts, either AC or DC on 115 volts or 230 volts. Unit 
is self-contained and has a constant element built within 
an active element. Fulcrum rider in rider trunnion, with 
multiplied pressure foot permanently engaged with active 
member, makes impossible slack motion, backlash, torque 
or rebound. 

Description—Fulcrum rider advances with temperature 
toward a switching means and reverses action with drop 
of temperature. Fast make and break mechanism switch 
mounted to resist vibration. Precision rotor constantly 
engaged with switch mechanism will take any setting. 
Calibrated indicating dial, Fahrenheit or Centigrade sub- 
divisions, surrounds rotor head. Index pointer is pro- 
vided for setting temperature. Terminal insulated block 
is provided where lead wires are connected. When used 
on capacities higher than 1000 watts, relays and con- 
tactors are supplied to meet required potential capacity 
for any voltage, circuit, phase or cycle. 

ACME ELECTRIC HEATING CO., Dept. FEP, 1217 Wash- 
ington St., Boston, Mass. 
When inquiring specify FEP446 . . 





. see information request blank, pgs. 12-13 


O 


Pressure Type Controls For Elevated Tank 
Systems 


8-page catalog section shows several types of these con- 
trols for various applications. One page shows nine dia- 
grams of hookups for different models. One section has 
information on general use of remote control of water 
levels in distant tanks by pressure. Bulletin T-7 is 
available. 


AUTOMATIC CONTROL CO., Dept. FEP, 1005 University Ave., 
St. Paul, Minn. 
When inquiring specify FEP447 . . . see information request blank, pgs. 12-13 


connmepecslll 


Automatic Valve 
For Filling Drums to Predetermined Net Weight 


Uses — Electrically con- 
trolled valve can be readily 
attached to any beam scale 
for filling containers from 
five gallons upward. 
Features—Operates from a 
light socket and requires 
no special tools or tech- 
nique for installing. Unit 4 
offers safety factor essen- fi 

tial in handling hot or cor- / 

rosive liquids as it will 

permit cans to be filled 

without danger of splash- othe 
ing to operator. All con- 
tainers are filled to exact : 
weight and material losses are cut. 

Description—This automatic valve will fill any liquid 
that will flow through a pipe line, regardless of tempera- 
ture or corrosive conditions. Accuracy of unit is not 
affected by air, vapors, sediment or scale in pipe line. 


VOLUMETER CO., Dept. FEP, 75 Wilbury Place, Buffalo, 


N. Y. 
When inquiring specify FEP448 . . 





. see information request blank, pgs. 12-13 
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For Wide Range Check- 
Weighing Operations.. 


Fraction ounce overweight in thousands of 
small packages mounts to a serious loss in 
In packaged food products with 
today’s close margins accurate weights are 
vital. Don’t let automatics or hand weigh- 
ing operations go unchecked. Be safe and 
check weigh on EXACT WEIGHT Scales. 
A wide range of models for any type of 
production line are available for bags, 









profits. 


EXACT WEIGHT Model No. 233—Features Tuway 
Tower and backset dial (30 degree angle). Easy- 
to-read, fast, accurate in high speed production 


checkweighing. Capacity to 3 Ibs. 


cans, cartons or 
glass containers. 
Equipment comes 
with either scoops 
or platters as or- 


dered. 


Write for the new 1941 
Food Packaging Catalog. 
It's free for the asking. 


THE EXACT WEIGHT SCALE CO. 


32 W. Fifth Ave. 


Columbus, Ohio 


The Silver Anniversary of Exact Weight 


————— 


When inquiring specify FEP449 ... 


see information request blank, pgs. 12-13 


1 


UNIQUE 


VERSATILITY 





in a Temperature Controller! 


Here's a highly accurate, de- 


pendable open-and-shut con- 
troller adaptable to a wide 
variety of applications on 
ovens, roasters, retorts, vats, 
etc. The Foxboro Rotax Con- 
troller is unusually simple in 
design, yet capable of operat- 
ing several valves, motors and 
signal devices, simultaneously. 

Calibrated dial and setting 
of Rotax Controller permit close 


FOXBORO 


Reg. U.S. Pat. Off. 


precision in processing. Electri- 
cally operated, without motor- 
driven parts tc wear out. Avail- 
able for direct connection with 
controlled equipment up to 
6 amp. 110v., or 3 amp. 220v. 
. . for temperature ranges from 
—80°F. to +1000°F. 

Write for Bulletin 184-3. The 
Foxboro Co., 174 Neponset 
Ave., Foxboro, Mass., U.S.A. 
Branch offices in principal cities. 


TEMPERATURE 
CONTROLLERS 





When inquiring specify FEP460 . . 


. see information request blank, pgs. 12-13 
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DOUBLES 


THE LIFE OF CONVEYOR BELTS 


Tail Pulley 
4 


SAVES WEAR 
AT THE VITAL POINT Heaviest 


wear on conveyor and elevator belts carrying 
stone, sand, ashes, ore and other sharp abras- 
ive materials comes from the material that falls 
on the under side of the belt and is carried 
around to be ground into belt by the pulley 
face. The exclusive Sprout-Waldron Wing- 
Type pulley prevents this material from getting 
between pulley and belt and automatically 
discharges it to the side, saving 50% and 
more on belt replacements. Interchangeable 
with standard pulleys. Write for specifications 
and prices on this and other money-saving Sprout- 
Waldron power transmission appliances. 


SPROUT, WALDRON 12.0. 


18e SHERMAN st. MUNCY, PA 


Manufacturing Sngineet 1. Sence 1866 


CRUSHING, GRINDING, GRADING, PACKING, ELEVATING 
CONVEYING, MIXING AND POWER TRANSMISSION MACHINERY 





see information request blank, pgs. 12-13 


When inquiring specify FEP451... 


Piccconuane 






“BUT WHEN THEY GOT THERE— _s.,z 
boand was bane 







@ Yes, neoprene has joined the host of emergency “musts” 
and we'll have to ask you to wait awhile for more Stanzoil 
Gloves. Still it’s encouraging to realize that this astonish- 
ing material, so vital to the welfare of peacetime Industrial 
hands, is just as essential as an instrument of Prepared- 
ness and Victory. Stanzoil Gloves and Aprons of oil- and 
chemical-resisting Du Pont neoprene will be back soon, 

we hope—and thanks to you for standing by! 


Synthetic Rubber Division 


THE PIONEER RUBBER CO. 
263 TIFFIN ROAD, WILLARD, OHIO, U.S.A. 
New York + Chicago °* Los Angeles 


STANZOI| 


Nelda a° 








MADE W/TH DU PONT NEOPRENE 


When inquiring specify FEP462 . . . see information request blank, pgs. 12-13 














FOOD EQUIPMENT PREVIEW 





Control Instruments (Con. ) 


Automatic Temperature 
and Humidity Control 


Uses—Cabinet 
type air con- 
ditioned box 
has many ap- 
plications. 

Features— 
Fully automat- 
ic controls of 
such precision 
that tempera- 
ture and hu- 
midity can be 
closely con- 
trolled be- 
tween one to 
two degrees. 


Unit is com- 
pletely insu- 
lated. Has 


sliding doors 
which take up 
no room; doors 
are suspended 
on brass roller bearings from an overhanging track. 
Operation—Blower forces the conditioned air to bottom 
of box and recirculates it up the return duct at top of 
box. Air passes over the controller bulbs which are 
located in return duct. 

Description—Units are made in eleven sizes. Installation 
requirements are: steam line, city water line and 110 
volt electric current. Controls are located on stainless 
steel control panel at top of box. Humidity and tempera- 
ture thermometers are located on panel inside the box. 
Temperature range is from room up to 150 deg, and 
humidity range from room up to 96 deg. Box is finished 
in white synthetic base baked-on enamel. 
ANETSBERGER BROS., Dept. FEP, 3220 Elston Ave., 


Chicago, Tl. 
When inquiring specify FEP453.. . 





see information request blank, pgs. 12-13 


Quam 





Moisture Teller 


Automatic Timer Shuts Off Instrument When 
Material Has Dried 


Uses—For determination of 
moisture content of granular 
and fibrous materials, pow- 
dered materials, cereals, etc. 
Feature—Unit now has auto- 
matic timer that automatical- 
ly shuts off moisture teller 
after material has dried. 
Operation—In the case of 
moulding sand, for example, 
where one minute is required 
for the test, operator inserts 
pan containing sand sample 
under the moisture teller; he 
then sets timer for one min- 
ute and is free for that time. 
Automatic timer shuts off moisture teller, operator re- 
moves sample pan and reweighs the material to quickly 
arrive at sample’s moisture content. 

Description—Unit consists of sturdy, motor-driven fan. 
Air is heated by electric element and forced through 
testing sample. Sample pan is 500 mesh Monel with 
filter cloth bottom. Granular and fibrous materials re- 
quire from 1 to 3 minutes to dry while powdered ma- 
terials and cereals require 5 minutes. 


HARRY W. DIETERT CO., Dept. FEP, 9330 Roselawn 


Ave., Detroit, Michigan. 
When inquiring specify FEP454 . . 





. see information request blank, pgs. 12-13 
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Electric Control Relay 


Midget Size, Handles Large Current Volume 


Uses—For use on either 
A.C. or D.C. with con- 
tacts arranged for single 
pole, normally open, 
normally closed, or dou- 
ble throw. Relays used 
for controlling electric 
heaters, signals, lights, 
pumps, compressors and 
similar equipment: 
Features — Midget size, 
and built for continuous 
duty. Silver-to-silver, self-cleaning and self-aligning 
contacts. All metal parts cadmium plated. Requires 
small space and handles large current volume. 
Description—Standard relays are of open type mounted 
on Bakelite base. Relays can be furnished with steel 
knock-out box enclosure. Coils for operation on standard 
voltages, A.C. and D.C., up to 110/115 volts at standard 
frequencies. On 229 volts, coils can be furnished for 
not less than 50 cycles. Relays are front connected, with 
strong post-type terminals. With overall Bakelite base 
dimensions of 254” x 1%” and overall depth of 1%”, 
relay can be mounted in usual wall type push button 
box. Bulletin 105 contains prices and specifications. 


WARD LEONARD ELECTRIC CO., Dept. FEP, 75 South 


St., Mt. Vernon, N. Y. 
When inquiring specify FEP455 .. . 





see information request blank, pgs. 12-13 


Indicating-Recording Control Thermometer 
Attractive 12-page, two-color file size catalog contains 
many interesting photos and much descriptive material 
on these control instruments. One section explains the 
“radio principle” of control. Another section shows 
operating diagrams for various instruments. Charts and 
accessories are illustrated and described. Complete 
specifications are given for all models shown. Bulletin 
No. G502-2 is available on request. 


WHEELCO INSTRUMENTS CO., Dept. FEP, 1929-33 S. Halsted 
Street, Chicago, Ill. 
When inquiring specify FEP456 .. . 


see information request blank, pgs. 12-13 


Electric Flow Meters 

Catalog covers maker’s complete line of electric flow 
meters for measurement and control of steam, air, oil, 
water, chemicals and other fluids. 28-page booklet con- 
tains schematic drawings of meter bodies, piping layouts, 
etc. Many large photos supplement the detailed specifica- 
tions for various models and accessories. Catalog No. 
2007 is available. 


BROWN INSTRUMENT CO., Dept. FEP, Wayne & Roberts Aves., 
Philadelphia, Pa. 
When inquiring specify FEP457.. . 


see information request blank, pgs. 12-13 


Recording Instrument 
Charts of Plastic 


Used Daily For Two-Year Period 


Uses — ‘‘Permo- 
charts” are made 
for all types of re- 
cording instruments 
which use circular 
charts. Other spe- 
cial charts are avail- 
able. Applications 
are widespread in 
processing indus- 
tries and particular- 
ly so where a large 
number of charts 
are used and cost 
becomes an import- 
ant factor. 

Features — Charts 
will not curl, are non-inflammable, and are oil, gasoline 
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and grease resistant. As each chart is guaranteed for 
daily use for two ‘year period under normal working con- 
ditions, chart centers are now reinforced to prevent 
deterioration, even from holding devices using sharp 
projections. Improved printing and lamination of charts 
provide clear charts which cannot separate at the edges. 
Description—Charts are made of Vinylite plastic and are 
constantly re-used as the previous day’s ink is easily 
removed from surface with a damp cloth. For applica- 
tions where it is necessary to save chart records, manu- 
facturer has established a microfilm photographic system 
for recording and filing. This system saves 98% of space 
ordinarly used; cost analysis shows that, in plants where 
100 charts per day as used, a saving of 23% resulted. 


PERMOCHART CO., Dept. FEP, 454 Chestnut Road, 


Sewickley, Pa. 
When inquiring specify FEP458 . . . see information request blank, pgs. 12-13 


—O 


Small Size Sight Glass 


Readily Installed In Any Standard Pipe Line 





Uses — For visual 
inspection of flow in 
closed pipe lines. 
Double glass win- 
dows make = glass 
suitable for inspec- 
tion of oil flow in 
lubricating systems 
and other applica- 
tions to dark liquids 
where flow must be 
properly main- 
tained. 

Features — Pyrex 
windows, corrosion 
and heat - resistant, 
withstand normal industrial stresses. Double windows 
provide maximum visibility. 

Description—Five smaller sizes newly developed have 
screwed connections ranging from 34” to 2”. Body is cast 
semi-steel construction, while window frame retaining 
rings are of steel. Gasket material protects glass win- 
dow from contact with metallic surfaces. All sizes are 
rated for pressures up to 125 lbs. per square inch. Bulle- 
tin 2970 contains complete specifications. 

COCHRANE CORP., Dept. FEP, 17th St. & Allegheny 


Ave., Philadelphia, Pa. 
When inquiring specify FEP459 . . 





. see information request blank, pgs. 12-13 


O 


Chemical Weigh Spoon 


Uses—Handy weigh 
spoon has many uses 
in laboratory. 

Description — This 
accurate hand scale 
is of sturdy metal 
‘construction — 
chromium plated 
brass. Spoon is dip- 
ped into the chemi- 
cal or material to 
be weighed and sus- 
pended from the 
hand on a chain 
(see illustration). A 
counter balance 
built into the han- 
dle is adjusted for 
weighing from % 
gram to 10 grams. 








Overall length of 
the spoon is 6t” 
(170 mm.). Each weigh spoon is packed in an individual 
box. 
ACTINA, INC., Dept. FEP, 205 East 42nd St., New York, 
N. ¥. 


When inquiring specify FEP460 . . . see information request blank, pgs. 12-13 
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Powder Filling Machine 


Dustless Unit; “No Package No Fill” Feature 


Uses — This 
model of 
this augur 
feed pow- 
der filling 
machine 
was devel- 
oped for 
face pow- 
der drums. 
Unit is 
equally 
good for 
cans, _ bot- 
tles, and 
other con- 
tainers 
within its 
range—minimum 1-%” x 1-%” x %” high and a maxi- 
mum of 4-14” x 4-%” x 8” high. 

Features—Machine is dustless; any slight amount spilled 
from filling operation and any spillage on stainless steel 
woven wire belts is drawn into exhaust system. Unit 
has variable speed drive so that production may be 
adjusted to closing operations which follow filling. Pack- 
age trip acts with a “feather weight” package so that 
“no package no fill” operates even with lightest powder 
drum. Supply pipe section above hopper has transparent 
window to check material flow and supply. 
Performance—Production is seventy and upward per 
hour. Double this speed can be obtained by using four 
stations instead of two. 

Operation—In the filling operation, face powder drum is 
lifted up against a pad on end of augur sleeve and 
pressure with which powder leaves the augur makes 
sure that powder drum is filled so that there will be 
a solid surface of powder under transparent face of drum. 
Measurement of powder is by number of turns of augur 
feed, which is regulated by adjustable cam. Non-stop 
adjustable device can be furnished if desired. 
Description—Important operating mechanism is fully en- 
closed and unit is of heavy-duty construction. Non- 
corrosive metal and chrome plate are freely used. More 
complete details for special operating conditions are 
available from the manufacturer. 

STOKES & SMITH CO., Dept. FEP, Summerdale Ave. 
at Roosevelt Rd., Philadelphia, Pa. 


When inquiring specify FEP461 .. . see information request blank, pes. 12-13 


vmasiiminclll 
Pipe Sizing and | 
Specification Chart 


Uses—Dial-type ‘“Draindicator” 
provides working data on spe- 
cifications of drains for all types 
of buildings; one of major clas- 
sifications is devoted to me- 
chanical and process industrial 
buildings. 

Features—This dial-type, quick 
calculator chart provides such 
basic information as: the proper 
size of drainage pipe for any 
specified roof or floor area; recommended type and size 
of floor, area, gutter, or roof drain for any specific in- 
stallation in all types of buildings; a unit fixture table; 
maximum rainfall inches per hour; and other useful in- 
formation. Basic information is simplified and placed 
in readily usable form. Anyone can read chart easily. 
Description—Chart is approximately 8-% inches in dia- 
meter, furnished in special jacket container, which per- 
mits filing in standard filing cabinet. Eyelet provided for 
wall hanging. Complete directions are printed on reverse 
side. 


J. A. ZURN MFG. CO., Dept. FEP, Erie, Pa. 
When inquiring specify FEP462 . . . see information request blank, pgs. 12-13 
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INDUSTRY CHOOSES YALE! 


Three -types: spur-geared hoists, screw 


geared hoists, and differential hoists, all 
with safety hook, detachable shackles and 
specially processed, rust-resistant, friction 
minimizir 

Yale H 
Pet tt Meat ta) 
more th 
omuies their 


el aerat 
In the n 


THE YALE & TOWNE MFG. CO. 
4530 Tacony Street, Philadelphia, Pa. 


Please send me without obligation your new 
FREE catalog showing the entire Yale Hoist line. 






Name. 
ec 








When inquiring specify FEP463 .. . 
ncentpemmemaamnsed, Pema 


see information request blank, pgs. 12-13 


MONE Y- SAVING 


EQUIPMENT 


IN FOOD PROCESSING 





For filtration and conveying, Duriron 
Pumps, Valves, Pipe Fittings handle 
without corrosior or contamination. 
vinegar, dill liquor, sweet liquors, 
pickle liquors and brine. Duriron is 
outstanding in that it handles vine- 
gar-salt solutions without contamina- 
tion. 


PUMPS ® VALVES 
HEAT EXCHANGERS 
STEAM JETS © EJECTORS 
TANK OUTLETS 
LABORATORY EQUIPMENT 


FANS - 


ated 
10 DIFFERENT CORROSION 
RESISTING ALLOYS 


In unique portable filter shown above, 
rubber hose connects pump and tank, 
pump and manifold on top of tank, 
and manifold and filter. This pro- 
vides flexibility necessary for a por- 
table outfit. 

You, too, will find many practical, 
economical applications for Duriron 
corrosion-resistant equipment in han- 
dling without contamination fruit 
juices and food products of all kinds. 


Write for Bulletins on Equipment 


THE DURIRON CO.., Inc. 
Dayton Ohle 





When inquiring specify FEP464 . . . see information request blank, pgs. 12-13 


Do more work with less effort in 1941 








You Set this Work-Saver 
FRILZy0LHNo.65R0 
to thread 1° to 2" Pipe 


in 10 Seconds 





a WORK-SAVING PIPE TOOLS 4 


When inquiring specify FEP466 . . . see information request blank, pgs. 12-13 












UCH less work with 

this smooth thread- 
ing new all-steel and 
malleable-alloy RimaiD, 
with high-speed steel 
dies. e Shifts to 1“, 114", 
114" or 2" pipe in 10 sec- 
onds—one set of chaser 
dies, no extras to lu 
around or lose. Threads 
easily—a little finger can 
turn it. e No lost time 
backing off—special 
lever releases dies. Quick 
setting for drip threads, 
close nipples. Automatic 
mistake-proof work- 
holder —no bushings. 
e Your men do more 


without extra strain with | 


time-and-work-saver 
Rigaips. Buy at your 
eT House. The Ridge 
Tool Company, Elyria, 0. 
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NEW LITERATURE 





The following literature has been issued re- 
cently by manufacturers of the products dis- 
cussed and is available to process production 
executives on request. Address requests to 
the publishers by using handy request form, 
pages 12-13, or write to the manufacturers di- 


rect. 


Corrosion-Proof, Non-Contaminating Plastic 

Coatings 
Effective handling of this 16-page booklet, two colors, 
displays product to advantage. Many types of applica- 
tion photos show wide usage in food, chemical and proc- 
ess, and other industries. Plastic coating is easily applied 
to such equipment as storage tanks, all beverage and 
food containers, drums, etc. Booklet contains many de- 
tails of application, properties, test results in scores of 
solutions, various types of the product available, etc. 
Data on this thermoplastic resin coating is available on 
request. 


AMERICAN CONCRETE & STEEL PIPE CO., Dept. FEP, Box 
3428, Terminal Annex P. O., Los Angeles, Calif. 


When inquiring specify FEP466 . . . see information request blank, pgs. 12-13 


(Qc 








Ball Bearing Units 


Attractive 32-page catalog describes and illustrates vari- 
ous models of ball bearing units. Dimensions are given 
in easy-to-read tables for each type described. Catalog 
has several pages of engineering data and typical applica- 
tions of the various units. Well indexed. Catalog 840 is 
available on request. 


STEPHENS-ADAMSON MFG. CO., Dept. FEP, 11 Ridgeway, 
Aurora, Ill. 


When inquiring specify FEP467 . . 


ce ee 


. see information request blank, pgs. 12-13 


Laboratory Apparatus 

184-page catalog describes many instruments and ap- 
paratus for laboratories. Recent additions to the com- 
pany’s line are shown and much useful data are included 
to enable the laboratory worker to select most suitable 
and reliable controls and other devices for constant tem- 
perature applications. Catalog XL 41 is available on 
request. 

AMERICAN INSTRUMENT CO., Dept. FEP, Silver Spring, Mary- 
and. 


When inquiring specify FEP468 .. . 


see information request blank, pgs. 12-13 


Engineering Data On Air Conditioning Coils 


40-page catalog is packed with information on air con- 
ditioning coils—water coils for cooling or heating and 
direct expansion coils for cooling. In addition to showing 
many types of coils several illustrative problems are 
worked out using the data in reference tables. Tables 
show correction factors for increased capacities due to 
wetted surfaces, mean effective temperature difference, 
air friction charts, direct expansion ratings, etc. Many 
pages of charts show expansion coil selection methods. 
Catalog No. 289 is available on request. 

eQUAY, INC., Dept. FEP, 1615 Broadway N. E., Minneapolis, 

nn. 


When inquiring specify FEP469 . . . see information request blank, pgs. 12-13 


ee, Sane 
Engine-Driven Centrifugal Pumps 

Four-page leaflet gives complete details on these self- 
contained engine pumping units for service entirely inde- 
pendent of any outside power supply source. Various 
sizes and types of units are shown. Included is an 
easily read centrifugal pump selection table for picking 
the proper size unit. B-6153 leaflet is available. 


ALLIS-CHALMERS MFG. CO., Dept. FEP, Milwaukee, Wis. 
When inquiring specify FEP470 . . . see information request blank, pgs. 12-13 


















When inquiring specify FEP471 . . 


able for use with 
oils, syrups, ex- 
tracts, foodstuffs, or 
whatever other 


may be so packed. 

Features — Stream- 
lined appearance 
gives pail merchan- 
dising value. Design 
permits nesting of 
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ls Your Plant 


“AIR-MINDED”’? 


























@ Clean, washed air 
can go a long way 
toward protecting food 
purity and quality. Buf- 
falo Air Washers pro- 
vide just this kind of air protection for modern food processing—sturdy, 
dependable, efficient equipment for low-cost air cleansing, tempering, 
and proper humidification. There's a Buffalo Air Washer of the right 
type and capacity for your plant. Full details on request. 


BUFFALO FORGE COMPANY 


{51 Mortimer St. 
BUFFALO, NEW YORK 


Branch Engineering Offices in Principal Cities 
Canadian Blower & Forge Co., Ltd., Kitchener, Ont. 


an 
ee a ne 























































. see information request blank, pgs. 12-13 


Steel Pouring Pail 


Three Pouring Spout Arrangements Available 





Uses — Steel con- 
tainer of the pour- 
ing pail type suit- 


solutions and liquids 





one pail atop another; raised rims create an interlocking 
effect when containers are so stacked. Spout pouring 
is easy to control. 

Description—Containers are made in 5 and 10 gallon 
sizes. In the 5 gallon size, the R-Type “Por-Pail” is 
available with either separate lug-type cover or with 
integral, seamed-on cover. Former has wooden baling 
handle while closed container has handle which folds 
into small recess in cover. 10 gallon size is available only 
in drum-type, with integral seamed-on cover. Three 
different pouring spouts are available: (1) standard 
closure has outer dust cap, twist cap, inner seal, and a 
swivel spout that swings out of the way so containers can 
be stacked; this opening is wide and will drain last drop 
from container; (2) and (3) openings are narrower 
threaded type with inner seal and dust cap, and Govern- 
ment approved type with raised eyelets to allow sealing. 
Containers can be furnished plain, without finish, or 
printed or lithographed in any desired fashion. 

WILSON & BENNETT MFG. CO., Dept. FEP, 6534 S. 
Menard Ave., Chicago, Ill. 


When inquiring specify FEP472 . . . see information request blank, pgs. 12-13 
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Tet aca hea Fie 


The facts are that Dust in any quantity ALWAYS costs money and 
that DRACCO Dust Control ALWAYS saves money. It doesn't 
pay to tolerate Dust when it can be economically controlled in 
ANY quantity. In some plants one or a few machines create 
enough Dust to cause a serious hazard. This hazard can be elim- 
inated at a small cost, by using DRACCO Unit Filters which cost 
as little as $195.00 per unit. We control Dust from an individual 
machine to an entire plant. 


Write for Bulletin 302 
DRACCO CORPORATION 


Successors to The Dust Recovering & Conveying Co. 
4035 East 116th Street, Cleveland, Ohio New York Office: 130 West 42nd Street 


| PNEUMATIC CONVEYORS ¢ DUST COLLECTORS || 


When inquiring specify FEP473 . . . see information request blank, pgs. 12-13 


nesnepeiinsckaieil idadiaiaaaiaeat 


Fruit Slicer 
Cuts Without Crushing 


Uses— Originally 
adapted for slic- 
ing strawberries 
for cold packing, 
slicer will handle 
any kind of small 
fruit or vegetable 
(strawberries, 
cherries, peaches, 
apples, etc.) that 
may be sliced at 
random into 
small pieces of 
uniform thick- 
ness. 


Features— Maker 

states that slic- 

er’s design per- 

mits slicing many 

products which 

had heretofore 

been considered 

impossible to cut without crushing. All parts coming in 
contact with product are of Monel which is immune to 
fruit and vegetable acids. All working parts of machine 
are enclosed in cabinet, thus protecting unit from dirt 
and product from contamination. 

Description—Cutting is done by means of a series of thin, 
circular stainless steel knives, slightly serrated and 
ground to a keen, concave edge. Knives are easily re- 
sharpened with a small oil stone, without removing knives 
from machine. Slicer is complete with motor, starting 
switch and cord ready to plug in any electric light line 
or power circuit. Finished in white. 

TOWNSEND MACHINERY CO., Dept. FEP, Rome, New 
York. 


When inquiring specify FEP474 . . . see information request blank, pgs. 12-13 





FOOD EQUIPMENT PREVIEW 


New Literature (Con.) 


Engineering Data On Selection of Mixing 
Equipment 
24-page catalog illustrates and describes mixing equip- 
ment for industrial applications. 


versus low speed, power requirements, 
dual propellers, vertical versus side-entering mounting, 
etc. Complete descriptions are given for electrical fluid 
mixers in all sizes and types from 1/1000 HP to 25 HP. 
Another section has data on midget centrifugal pumps, 
sump pump, air powered mixers, transfer pumps, etc. 
Catalog is available on request. 


EASTERN ENGINEERING CO., Dept. FEP, 49 Fox Street, New 
Haven, Conn. 
When inquiring specify FEP475 . . 


eee, eseneees 


Protected Type Motors For Food Industries 
Six-page folder in three colors illustrates and describes 
several types of motors particularly adapted to food pro- 
cessing service. Featured in this folder is the new pro- 


- see information request blank, pgs. 12-13 


tected type motor with non-breakable frame and base, | 
Indi- | 


shield-type end plates, improved ventilation, etc. 
vidual construction features are shown in detail with 
photos and specific descriptions. Bulletin DG-70 is avail- 
able on request. 

HOWELL ELECTRIC MOTORS CO., Dept. FEP, Howell, Mich. 
When inquiring specify FEP476 . . . see information request blank, pgs. 12-13 


Diesel Engines 

A detailed discussion of mechanical features and manu- 
facturing methods of Diesel engines is contained in this 
48-page, large size, three-color catalog. Whys and hows 
of Diesel engine design are unusually complete. Many 
cutaway photos are used to show details of separate 
engine parts. Complete specifications, dimensions, and 
performance charts are also given. Catalog 5850 is 
available on request. 


CATERPILLAR TRACTOR CO., Dept. FEP, Peoria, Ml. 
When inquiring specify FEP477 . . . see information request blank, pgs. 12-13 


Bronze Bearings, Bushings, Bars and Babbitt 
Comprehensive 76-page catalog and 24-page price list 
contain much information on bronze bearings, bushings, 
bar bronze and babbitt. Complete specifications for 
scores of bearings of all types are supplemented by many 
photos and tables. Engineering information is also given 
on several subjects. Catalog No. 410 is available on 
request. 

JOHNSON BRONZE CO., Dept. FEP, New Castle, Pa. 

When inquiring specify FEP478 . . . see information request blank, pgs. 12-13 


Automatic and Continuous Centrifugals 


Simple and effective booklet of 8 pages tells the story 
of these machines. One large photo shows the complete 
rotating assembly with arrows indicating major construc- 
tion features. Operation of these centrifugals is thorough- 
ly covered as well as the engineering specifications for 
the four sizes of these units. Booklet is available on 
request. 

BAKER PERKINS, INC., Dept. FEP, Saginaw, Mich. 

When inquiring specify FEP479 . . . see information request blank, pgs. 12-13 


a 


Business Management Rating Chart 


An unusual wall chart, 18” x 22”, shows three typical 
stages of development in business management—modern, 
progressive and static. Under each of the three main 
groups, management can check its position in regard to 
management program, finance, sales, production, or- 
ganization, performance, standards, standard costs, in- 
centives, budgetary control, accounting and research. A 
careful, honest study of chart will enable management 
to see just where it stands within the three main groups. 
Chart is available on request. 

WOLF & CO., INC., Dept. FEP, 7 South Dearborn St., Chicago, Il. 
When inquiring specify FEP480 . . . see information request blank, pgs. 12-13 


One section contains | 


engineering data on mixer selection such as high speed | 
single versus | 








CHAINS 


That Resist Corrosion 


@ Chains of stainless steel and bronze are available where 
resistance to corrosive action is essential as on machinery 
used in beverage and food product plants—on board ship or 
airplane. . . . DIAMOND Stainless Steel Chains also withstand 
high temperatures. ..They are made in standard pitches to operate 
over standard roller chain sprockets—or provided with attach- 
ments for conveying and packaging machinery. A section of 
Cat. 617 is devoted to corrosion-resistant drive chains, Let us 
mail you a copy. DIAMOND CHAIN & MFG. COMPANY, 416 
Kentucky Ave., Indianapolis, Ind. 


DIAMOND 
STAINLESS STEEL CHAINS 


When inquiring specify FEP481 . . . see information request blank, pgs. 12-13 


VITAL EQUIPMENT 


ROLLS 
ON 


GENERAL 
Jumbo Jrs. 


@ This 700- goved magestic uals fee 


inspection as aircraft landing gear 
pon is protected fros and jars 
y General Jumbo 
neumatic tires, M 
agnaflux Cor 
unit is 


mecessary to 
pneumatic tire that — Sey the 
weight and at the “cush- 
ions” the sensitive equipment. 
Jumbo Jrs. are used on countless 
types of industrial trucks and other 
movable equipment. They “float” 
loads smoothly over all types of Seer 
Py poor ge surfaces with less effort for nthe oper. 

wheal f ie ator. Wear almost indefinitely. 

a and capacities are available to aaaar 
to 1500 Ibs. per tire. 2-4-6 every requirement. For further infor- 
and 8-ply with separate inner mation on this pioneer tire-tube- 
ETT Th OR Le wheel combination, write 


THE GENERAL TIRE & RUBBER COMPANY © AKRON, OHIO 


GENERAL*':" 


INDUSTRIAL BALLOON ite 


WHEEL 


When inquiring specify FEP482 . . . see information request blank, pgs. 12-13 
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MILLS 
Advanced designs in Ball 
and Pebble Mills—All steel 
welded construction— 
Pleasing to the eye—New 
type reversible trunnion 
bearings —Exceedingly 
strong, stiff construction— 
Nine different drive ar- 
rangements. Ask for Cata- 


logue No. 85. 





MIXERS 
Standard Mixers complete with 


driving units and tanks —Various 
types propellers and stirrers—Tanks 
of steel, stainless, monel, etc.— 
Standard capacities 50 to 3000 gal- 
lons—Process kettles, paint and 
paste Mixers —Treaters, Blenders | 
Autoclaves, Digesters, etc 


PORTABLE MIXERS AND 
AGITATORS 

Types B and BO direct motor driven 
—Type C gear motor slow speed 
drives—Types M and N side en- 
trance Mixers—Agitators with 
speeds from 5 R.P.M. up—Propel- 
lers, shafts, etc., made of bronze, 
stainless, monel, rubber covered, 
etc. Ask for Catalogue No. 75. 


MULL a aa MT 


DAYTON, OHIO 


. see information request blank, pgs. 12-13 


Give Production 


a LikT 


@ Getting materials to machines 
without delay and swiftly away 


When inquiring specify FEP483 . . 















LIFTS again to stock and shipping 
pucchancaly rooms is a much needed help 
Hydraulically when production is pushed to the 
e ee Ebe limit. Service Lift Trucks 
COMPLETE. teamed with the new Service 







Handle-to-Side SteelWave Skids form a practi- 
Lift cal heavy duty hauling system 
capable of high speed. 















A single stroke lifts any load with minimum of 
; effort on the low-pivoted handle—from any posi- 
tion to right or left. Standard lifts 1%” and 2” but can be built 
to 6”. apacities 2000 to 3500 lbs.; 14 platform sizes; steel, 
Textolite or rubber tired wheels. 


SERVICE CASTER & TRUCK CO., 515 N. Brownswood Ave., 
Albion, Mich, Eastern Factory: 440 Somerville Ave., Somer- 
ville (Boston), Mass. Toronto, Canada: United Steel Corpora- 
tion, Ltd., SC&T Co. Division. 


PVICE 


When inquiring specify FEP484 . . . see information request blank, pgs. 12-13 


























FOOD EQUIPMENT PREVIEW 





New Literature (Con.) 


*““Feedwater Facts’’ 


Well handled 16-page booklet offers data on feedwater 
boiler treatment by use of maker’s special process for 
control. Entire booklet consists of large size photographs 
with short, informative material tipped in to describe 
photos. Subjects handled include elimination of car- 
bonate scale, conquering silica scale, how to avoid ravages 
of corrosion, protecting against caustic embrittlement, 
how to stop carryover, foaming and priming, etc. Bulle- 
tin B-6133 is available on request. 


ALLIS-CHALMERS MFG. CO., Feedwater Div., Dept. FEP, Mil- 
waukee, Wis. 
When inquiring specify FEP485 ... 


hatndopenGdseames 
Glass-Lined Tanks 


Four-page folder shows several models of glass-lined 
tanks, including horizontal, portable and upright types, 
for use throughout the processing industries. Complete 
specifications are given for standard size tanks. Another 
section covers fittings and accessories. Catalog No. 201 
is available on request. 

GLASCOTE CO., Dept. FEP, 20900 St. Clair Ave., Cleveland, Ohio. 
When inquiring specify FEP486 . . . see information request blank, pgs. 12-13 


— —————— 


see information request blank, pgs. 12-13 


Laboratory Furniture 

144-page, large-size catalog illustrates and describes in 
detail scores of laboratory furniture items. A wide variety 
of tables, cabinets, cases, sinks, chairs, fume hoods, etc., 
make up this catalog material. Many large-size photos 
show products to advantage. Specifications and dimen- 
sions are shown for each model. Catalog No. 20 is avail- 
able on request. 


LEONARD PETERSON CO., INC., Dept. FEP, 1222 Fullerton Ave., 
Chicago, Ml. 
When inquiring specify FEP487.. . 


science teen 


Aluminum Ladders, Gangways, Stages, 
Conveyors, Etc. 
44-page catalog describes many types of aluminum 
ladders. Several special ladders are shown for specific 
applications. Other general information includes data 
of relative strength, durability and utility of aluminum 
ladders and gangways. Catalog No. 4 is available. 
Ge eenrus LADDER CO., Dept. FEP, 120 Adams St., Tarentum, 


see information request blank, pgs. 12-13 


see information request blank, pgs. 12-13 


O————— 


Portable Electric Tools 


An extensive line of portable electric tools is shown in 
a 60-page booklet. Packed with photos of all types, 
products are shown to best advantage in various applica- 
tions, in detailed close-ups of important features, and 
in cut-away shots which “tell all” about the product. 
Booklet includes handy index and price list. Catalog 42 
is available on request. 

SKILSAW, INC., Dept. FEP, 5033 Elston Ave., Chicago, Il. 

When inquiring specify FEP489 . . . see information request blank, pgs. 12-13 


Oe 
Skin Cleansing Soap 


Four-page folder describes this cleansing soap, formula 
SBS-11, and describes four ways in which employee 
efficiency can be stepped up. Folder is available. 
SUGAR BEET PRODUCTS CO., Dept. FEP, Saginaw, Mich. 

When inquiring specify FEP490 .. . see information request blank, pgs. 12-13 


6 
Quick Patch For Floors 


Four-page, two-color folder gives details of this floor 
patching material for holes and joints. How, when and 
where to use the material is part of the folder. Letters 
from users and specification to meet special job are shown. 
Folder is available on request. 

DURA-TRED CO., Dept. FEP, 3508 Carroll Ave., Chicago, Il. 
When inquiring specify FEP491 . . . see information request blank, pgs. 12-13 


When inquiring specify FEP488 ... 
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Every food plant has some extra tough cleaning problems. 


ASK FOR Tough—because they take so much time; cost too much; 

BULLETINS present peculiar difficulties; lead to too much loss of 

AND product quality when they are not properly solved, and 

PERFORMANCE for many other reasons. It will pay you to investigate what 
ATA 


MAGNUS CLEANERS 


ean do for your particular tough cleaning operations. There 
is a type designed to meet the special conditions of 
cleaning all types of floors; specialized equipment of all 


Your cleaning oper- 
ations are probably 
covered by one of our 


cleaning manuals or 

by performance data kinds, from pasteurizers to candy kettles, deep fat fryers 
on specific Magnus to filter cloths; smoke houses; banana ripening vaults; 
Cleaners. Tell us bottles, dishes, milk cans and all kinds of containers— 
what you have to practically every type of cleaning operation in the food 


clean and we will ns or in its retail outlets. 

t will pay you to put your cleaning problems up to a 
ing type of Magnus Service Man. He can probably save you time and 
cleaning operation. money and help you increase quality by the use of the 
proper MAGNUS CLEANER. 


MAGNUS CHEMICAL CO., INC. 


Manufacturers of Cleaning Materials, Industrial Soaps, Metallic 
Soaps, Sulfonated Oils, Emulsifying Agents and Metal Working 


Lubricants. 
173 South Averue Garwood, N. J. 


\ iy MAGNUS CLEANERS 


When inquiring specify FEP492.. . 





see information request blank, pgs. 12-13 


Ota 


Steam Line Swing Joint 


Metallic Lead Milled Directly Into Rubber 
Sealing Gasket 
Uses—For handling steam pressures up to 100 pounds. 
Features—Sealing unit is compounded rubber gasket con- 
taining finely divided metallic lead milled directly into 
the rubber. Because the lead acts as a lubricant, joint 
turns freely under pressure. Gasket is slightly expanded 
by heat to help maintain perfect seal. Steam lines 
equipped with this type joint have a flexible connection 


SS 


[ 


i 





PATTERSON - BALLAGH 
SWING JOINT 


to actuate movement mechanism. Joint is made of heavy 
bronze, weighs approximately 4% lbs., and is available 
only in the %4” straight style. 

PATTERSON-BALLAGH CORP., Dept. FEP, 1900 East 
65th St., Los Angeles, Calif. 


When inquiring specify FEP493 . . . see information request blank, pgs. 12-13 
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Beans! 


No matter what the 
product, an American 
MonoRail system 
moves it quickly, 
easily and safely 
through storage or 
process at low hand- 
ling cost. Specialized 
engineering service 
is available to help 
solve your particular 
problems. 

























Write for copy of ‘‘Blue Book" 
showing hundreds of illustrations. 


The American MonoRail Co. 
13109 Athens Avenue Cleveland, Ohio 


When inquiring specify FEP494 .. . see information request blank, pgs. 12-13 






Ss ee 


Automatic Bottle Capper 


Touch of Finger Regulates Pressure 


Uses— For sealing 
tightly screwed 
caps on all kinds 
of bottles. 
Features — Rotary 
motion of chuck 
screws cap in- 
stantly with cor- 
rect pressure. With 
an assortment of 
chuck sizes, wide 
range of caps can 
be handled up to 
80 mm. Tighten- 
ing action is auto- 
matic and tension 
adjustment is eas- 
ily made with 
touch of finger. 
Provides leak- 
proof bottles. 
Description— Cap- 
pers are furnished 
in bench models 
as shown on top 
of adjustable stand 
in the illustration. 
Adjustable stands 
can be supplied 
for conveyor use 
in permanent or portable form. Tapered cone chuck 
will handle all standard caps, and special chucks can be 
supplied for unusual shaped caps. Average chuck will 
take different size caps within a range of 4 mm. Change 
from one chuck to another is done in a few minutes. 
ALSOP ENGINEERING CO., Dept. FEP, 100 Wright St., 
Milldale, Conn. 

When inquiring specify FEP495 ... 





see information request blank, pgs. 12-13 





FOOD EQUIPMENT PREVIEW 


New Literature (Con.) 
Vulcanized Fibre Hollow Ware 


32-page catalog shows a wide variety of material handling 
equipment of vulcanized fibre, including such equipment 
as boxes, trucks, cans, barrels, baskets, trays, etc. Book- 
let is well-indexed for quick reference. Many photos, 
some in color, afford good view of products, with major 
construction features explained in detail with line draw- 
ings. Catalog HW-17 is available on request. 


CONTINENTAL-DIAMOND FIBRE CO., Dept. FEP, 17 
St., Newark, Delaware. 


When inquiring specify FEP496 . . 


Chapel 


. see information request blank, pgs. 12-13 


O 
Water Conservation Equipment 


8-page, two-color booklet describes this company’s line | 


of mechanical draft cooling towers, atmospheric cooling 
towers, spray nozzle cooling systems and roof cooling 
systems. Engineering data, specifications and detailed 
descriptions are given for various systems. Booklet is 
available on request. 

jan pa COOLING CORP., Dept. FEP, 71 Nassau St., New York, 


When inquiring specify FEP497 . . . see information request blank, pgs. 12-13 


O 


Vertical-Capstan Electric Car Spotters 


Two styles of these new car spotters are shown in this 
two-color, six-page folder. List prices and complete 
specifications are included for both types. Several in- 
stallation photos are shown. Folder No. 1592 is available. 
LINK-BELT CO., Dept. FEP, 307 N. Michigan Ave., Chicago, Ill. 
When inquiring specify FEP498 . . . see information request blank, pgs. 12-13 


tee 
Vibrating Conveyor for Bulk Materials 


Informative, 8-page bulletin covers applications of self- 
contained vibrating type, bulk material conveyors for 
overhead, floor and sub-floor installations. Various types 
of hook-ups are shown with motor mounted above or 
below, also with drive at either end, to suit operating 
conditions. Open and dustproof designs are shown. Book- 
let No. 31 is available on request. 


AJAX FLEXIBLE COUPLING CO., Dept. FEP, 201 English St., 
Westfield, N. Y. 
When inquiring specify FEP499 . . . see information request blank, pgs. 12-13 


Die 
Diaphragm Pumps 





Four-page, two-color folder shows several models of these 


diaphragm pumps. Major features are described in de- 
tail and specifications and dimensions are given for 8 
types and sizes of pumps. Bulletin is available. 
T. SHRIVER & CO., Dept. FEP, 830 Hamilton St., Harrison, N. J. 
When inquiring specify FEP500 . . 
—O. 

Pumping Equipment 
New book in sectionalized form, contains bulletins on 
various types of pumps including centrifugal, reciprocat- 
ing, rotary, sump, condensate return units, etc. Copies 
are available on request. 
GOULD PUMPS, INC., Dept. FEP, Seneca Falls, N. Y. 
When inquiring specify FEP501 . . . see information request blank, pgs. 12-13 


ccuicienisiilesmeeane 
Sample-Barley Grader 


Leaflet shows drawing and photo of sample-barley grader 
for determination of kernel size. Specifications and dim- 
ensions are given for this machine. Leaflet is available 
on request. 

RICHMOND MFG. CO., Dept. FEP, Lockport, N. Y. 

When inquiring specify FEP5O2 . . . see information request blank, pgs. 12-13 


Oe 
*Caloride”’ For Drying Air or Gases 


Two-color leaflet explains what material is, where and 
how used, features of product, uses for the solution, and 
a recommended list of uses for the product in specific 
industries. Leaflet is available on request. 

SOLVAY SALES CORP., Dept. FEP, 40 Rector St., New York, 





When inquiring specify FEP503 . . . see information request blank, pgs. 12-13 





. see information request blank, pgs. 12-13 | 








Page 17 
















Bradley Washfountain of Stainless Steel 


Improved Wash Fixtures 
Save Space, Time and Water 


One group wash fixture, like the Bradley Washfountain shown 
above, takes the place of 8 to 10 single-person wash basins. They 
are used by such companies as Campbell Soup, Coca-Cola, 
Kraft-Phenix, Quaker Oats, Swift, Calumet Baking Powder, 
Franklin Baker, H. J. Heinz Co., Snider Packing Co., Wilson 
Co. . . . Bradley’s provide more facilities in less space—save 
time and reduce water consumption by 70 per cent. Installations 
are easily made in new or existing buildings, with only three 
piping connections needed for each Washfountain. To aid in 
washroom layout a “Plan Book” is offered by BRADLEY 
WASHFOUNTAIN CO., 2267 W. Michigan St., Milwaukee, Wis. 


BRADLEY 
WASHFOUNTAINS 


When inquiring specify FEP504 . . . see information request blank, pgs. 12-13 





The combination of any ma- 
terial of construction, any ca- 
pacity and provision for the 
use of any type of filter aids 
or decolorizing agents under 
any conditions of required 
temperature and pressure sets 
up in Shriver Filters the pro- 
duction advantages of better, 
faster, filtration at low oper- 
ating cost. 

This applies whether the 
product be syrup, oil, wine, 
vinegar or scrap candy and 
the need be for 10 or 10,000 
gallons of filtered fluid per 
hour. 


Write for Bulletin No. 110 


T. SHRIVER & COMPANY 
830 HAMILTON ST. - HARRISON, N. J 


The Merr 


SHRIVER 


PLATE AND FRAME 


FILTERS 


Provide 
Increased Flow Rates 
Better Quality 
Use of Any Filter Aids 


Weitern R 


epresentatives 





When inquiring specify FEP5O56 .. . see information request blank, pgs. 12-13 
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Cut Processing, Sterilizing Costs 
with ‘ANETS’ AUTOMATIC STEAM BOILER! 














This safety feature shuts off fuel 
suaply should water level get too 


* AUTOMATIC 
PRESSURETROL 


Operates off beiler pressure. Turns 
fuel “‘on’’ or “‘off’’ as pressure is 
called for. 


*PILOT GENERATOR 












SAFETY O6T-OFF 

Generates its electricity te 

operate cut-off wcalety switeh and 
| Ne outside current nec- 








TUBES EASILY CLEANED + LESS LIME DEPOSIT! 


*% Two way flow design of tubes creates a faster water cireulation that 

lessens lime deposits and steps up heating efficiency. Requires only & to 
10 minutes to raise steam from a cold start. Tubes are easily cleaned by 
removing header plates on each end. Large blow-off cocks clean out sludge 
and sediment. 


This A.8.M.E. approved boiler supplies a separate source of steam supply 
at less cost. Easily portable. An invaluable aid where a low pressure 
automatic controlled steam supply is needed. Steam kettles, cookers, heaters, 
sterilizing of equipment, processing, ete. A size from 1 H.P. te 20 H.P. 
Write today stating your requirements. Can be had in gas or oi! fired. 


AUTOMATIC DUCTLESS AIR-CONDITIONERS—PROOF BOXES—ETC. 


ANETSBERGER BROS. 


3320 Elston Ave., Chicago, Ill. 




















see information request blank, pgs. 12-13 


When inquiring specify FEP6O6 .. . 









FASTEST 
METHOD OF 
ASSEMBLING 
AND SEALING 







@ Morrison vee Stitching 
Machines with the new Type- 
SL Stitching Head meet today’s 
demand for the fastest, safest, 
most economical method of 
assembling and sealing corru- 
gated and solid fibre containers 
and numerous other types of 
fastening work. 


} Don’t delay! Write for complete 
information, catalog data Now! 


SEYBOLD DIVISION, Harris- Seybold - Potter Co. 
844 Washington St. + Dayton, Ohio 


Ve Cae ee a 


When inquiring specify FEPGOT . . . see information request blank, pgs. 12-13 











FOOD EQUIPMENT PREVIEW 


New Literature (Con.) 


Current Developments In Laboratory 


Methods 


Volume 1, Number 1 of “Sargent Magazine” has just been 
issued in a large size format. Many large, interesting 
photos are used with additional color for “dress”. First 
section contains discussions of current developments in 
laboratory methods, efficiency studies of special methods 
and analyses of instrumental principles. Second section 
presents new products. Featured in the first issue are 
“Lead Intoxication and the Heyrovsky Polarograph” and 
“Design Principles for Thermostatic Liquid Baths.” 
Copies are available on request. 


E. H. —_——— & CO., Dept. FEP, 155 East Superior St., Chi- 
cago, 


When inquiring specify FEP508. . 12-13 


. see information request blank, pgs. 


—_————_O——__— 
Flexible Couplings 
Six-page folder illustrates and describes these noiseless, 
flexible, durable and insulated couplings. Schematic 
drawings show design and major features. Specifications 
are given for many types. Folder is available on request. 


CLIMAX MOTOR DEVICES, Dept. FEP, 1740 East 12th St., 


Cleveland, Ohio. 
When inquiring specify FEPSO9 . . . see information request blank, pgs. 12-13 


Qc 


Engineering Data on Boiler Room Instrumen- 
tation and Automatic Combusion Control 


Three in a series of engineering monographs are pre- 
sented. No. 1 answers the question of “How Close Can 
Steam pressure Be Controlled?” No. 2 discusses the 
question, “Why Operate Automatic Combustion Control 
From Changes in Steam Pressures?” No. 3 deals with 
“Adapting Automatic Combustion Control to Character- 
istics of Underfeed Stokers.” Monographs are in pam- 
phlet form and contain drawings of specific points. These 
pamphlets are available on request. 

HAYS CORP., Dept. FEP, Michigan City, Ind. 

When inquiring specify FEP510 . . . see information request blank, pgs. 12-13 


————EEE 


“How Research Can Save Dollars For You” 
Well-illustrated book carries the above title and shows 
actual dollars and cents savings of manufacturers in many 
industries from packaging research. Several pages are 
devoted to a new cleated, corrugated container which is 
classified as a crate but which is closed on all faces. Book 
is available on request. 

GENERAL BOX CO., Dept. FEP, 500 N. Dearborn, Chicago, Il. 


When inquiring specify FEP511 . . . see information request blank, pgs. 12-13 
ste 


Rolling Doors 


40-page, large size catalog displays many types of rolling 
doors, grilles, fire shutters, partitions, and door operating 
equipment. Scores of application photos feature the 
product. Specifications are given in detail for many 
products. Many drawings are used to show details of 
door mounting. Catalog 1941 is available on request. 
KINNEAR MFG. CO., Dept. FEP, Columbus, Ohio. 

When inquiring specify FEP612 . . . see information request blank, pgs. 


—-—-O 


Handbook On Modern pH and Chlorine 
Control 


80-page handbook (5th edition) in handy 5” x 8” size, 
brings together in simple language large amount of in- 
formation for practical application of pH, chlorine and 
phosphate control and for water analysis. Has discussions 
on meaning of pH control, discusses 11 methods, offers 
suggestions on precautions to be observed in making de- 
terminations and application of pH control to various 
processes. Booklet is packed with useful data on the 
subject. Maker’s products are shown and described in 
detail, including prices. Handbook is available upon 
request. 

W. A. TAYLOR & CO., INC., Dept. FEP, 7300 York Rd., Balti- 


more, Marylan 
When inquiring specify FEP513 . 


12-13 


. see information request blank, pgs. 12-13 
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PROMPT DELIVERY! 


Beaver Model-A 


A_ high- vy - 
duty deluxe Pipe ans 
Bolt Machine. * 
to 2-inch—up to imine 
wi ear tools and 
drive ot. toe % to 





2-inch. 50 u 
Wt. 415 ibs. "AS for Bul- 
letin-A. 





Beaver Model-C 






1%. inch. Equi; 
with ch ejector ch 


Highest Quality * WARREN, OHIO * For~ 40 Years” 
141 REVIEW AVENUE 


When inquiring specify FEP514 . . . see information request blank, pgs. 12-13 





Fire Extinguisher 


Indicator Cabinet 


Used in Unheated Locations; Prevents Vandalism; 
Shows Location 


Uses — Replacing the makeshift 
wooden box (with ordinary lamp 
bulb for heat), new cabinet can 
be used in exposed locations and 
unheated buildings for extin- 
guishers of the soda, acid and 
foam types. 

Features—Indicator cabinet pro- 
vides against freezing in unheat- 
ed locations. Locking device pro- 
vides easy entrance for authoriz- 
ed employees for checking and 
servicing extinguisher. “Glow- 
lite” lens on top of cabinet makes 
location of fire extinguisher visi- 
ble several hundred feet. Rod in 
extinguisher nozzle automatical- 
ly clears nozzle when extinguish- 
er is removed from cabinet. 
Description—Cabinet is supplied for wall mounting, ac- 
comodating a standard 2% gallon size; cabinet measures 
10” wide, 28” high (including Glowlite) and 94%” deep. 
Two extinguisher size also available. Glowlite can be fur- 
nished in either red or yellow; 10 or 25 watt standard 
lamp for normal lighting locations and a 3 watt vapor 
lamp for poorly lighted locations. Each cabinet can be 
equipped with Chromolax heating unit having longer life 
than ordinary lamp bulb. Switch is provided for turning 
on heater by authorized individual. 

LINTERN CORP., Dept. FEP, 7960 Lorain Ave., Cleve- 
land, Ohio. 

When inquiring specify FEPG616.. . 





see information request blank, pgs. 12-13 
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35,500 Copies of This Issue 
. .. covering all lines of food manufacturing plants... 
Bakeries, Bottlers, Brewers and Distillers, Canneries, 
Cereals, Condensed Milk, Confectioners, Dairies, Flavor- 
ing Extracts, Flour and Grist Mills, Frozen Foods, Ice 
Cream, Ice Plants, Meat and Meat Products, Oil and Fats, 
Sugar Refineries, and many allied lines. 





Se ae 


Would You Like 
To Receive 
FOOD EQUIPMENT PREVIEW 


Regularly, Without Cost? 


FOOD EQUIPMENT PREVIEW is sent 
only to responsible production and plant 
maintenance men in food manufacturing 
plants, at their request. To such men there 
is no charge for this service. 


If you wish to receive FOOD EQUIPMENT 
PREVIEW regularly, turn to pages 12-13, 
tear off the request slip and fill in your 
name, title, firm, etc. Then send this to the 
publishers. 

WARNING: Unless your request is re- 
ceived, you may miss future issues. This 
copy is sent to your firm. Such mailings 
may soon be discontinued. 


FOOD EQUIPMENT PREVIEW 
737 N. Michigan Ave., Chicago, Ill. 





FOOD EQUIPMENT PREVIEW 


Flexible Material 
Handling By Hoists 


Uses—Overhead handling of materials in food processing 
plants by use of electric hoists is shown by two photos. 
Features—Maker states the advantages of this type of 
flexible handling include relieving labor of moving un- 
wieldy loads, faster material handling, avoidance of plant 
congestion as material movement is “off the floor,” and 
materials can be lifted, transported and positioned with- 
out re-handling. 

Description — “Hevi - Lift” 
hoists (shown in _ upper 
photo) are built with capaci- 
ties up to 15 tons, and are 
controlled by electric push 
buttons, the hoist mechanism 
responding directly to pres- 
sure on buttons for all op- 
erations. Hoists are equip- 
ped with two brakes to pre- 
vent dropping loads, safety- 
type limit switch to prevent 
loads from rising too high, 
and shrouded load blocks to 
protect operators’ fingers. 
Upper photo shows hoist 
working in cannery where 
it delivers loads to retorts, lowers them in, and later 
removes them. 





“Zip-Lift” hoists are lighter 
weight units with capacities 
up to 2000 lbs. Lower photo 
shows a tandem arrange- 
ment—a pair of these hoists 
traveling on a single I-beam, 


with their control cables 
fastened together so _ that 
operator can work both 


machines simultaneously, or 
as shown in photo, cause 
the front hoist to lower its 
load, thus tipping container 
so that dough can flow into 
kneading machine. 


HARNISCHFEGER CORP., 
Dept. FEP, Milwaukee, Wis. 


When inquiring specify FEP516 . . . see information request blank, pgs. 12-13 


Cushion Rubber 
Puncture-Proof Wheels 


Uses—Designed for use 
on wheelbarrows, trucks, 
carts and portable equip- 
ment. 

Features — Cushioned 
performance of pneu- 
matic tired wheels with- 
out inflation problems 
or repairs due to punc- 
tures. 

Description—Wheels are 
equipped with cushion 
rubber (zero pressure) 
tires. Tires have load 
capacity equal to 4-ply 
pneumatic tires. Wheels 
may be obtained with 
“Nu-Seal” bearing protectors to 











safeguard bearings 
against destructive effects of abrasive dust, sand, grits, 
etc. 40-page catalog contains section on these wheels. 
FRENCH & HECHT, INC., Dept. FEP, 200 Farnam, 
Davenport, Iowa. 

When inquiring specify FEP617 . . 


. see information request blank, pgs. 12-13 

















STAINLESS STEEL 
STEAM-JACKETED 


SBR 





Require Minimum Maintenance! 


Corrosion-resistant . . . impervious to stain... 
no seams or rivets where sediment can lodge... 
finely polished surfaces. LEE Kettles are easy 
to clean, actually cost you less because main- 
tenance is greatly reduced. Specify LEE Kettles 
for your next installation and profit by these 
advantages. 









METAL PRODUCTS 
COMPANY, INC. 


414 Pine St., Philipsburg, Pa. 


When inquiring specify FEP618 . . . see information request blank, pgs. 12-13 
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Installation in 
Consumers Ice 
Co. Plant at 


Sand Springs, 
Oklahoma. 









CUTS POWER COSTS! 


REDUCES HIGH SIDE PRESSURE. A new and highly 

effective means for removing air from condensers and 
receivers. Pressure reductions of as much as 45 Ibs. are 
reported. Every four pound pressure reduction cuts power 
costs approximately 2%. 


SAVES GAS. Users report almost complete elimina- 
tion of the waste of refrigerant gas common with other 
methods of purging. 


INCREASES SYSTEM CAPACITY. Elimination of air 
increases capacity of both condenser and compressor. 


MODERATELY PRICED. $100.00 list, for unit with 

stainless steel mechanism, gage glass, etc. Write for 
interesting bulletin. ARMSTRONG MACHINE WORKS, 
881 Maple St., Three Rivers, Michigan. 














When inquiring specify FEP619 . . . see information request blank, pgs. 12-13 
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CORN PRODUCTS REFINING COMPANY 
Argo, Illinois 


Increased Their Production and Storage Capa- 
city — Improved Their Warehouse House- 
keeping—Reduced Bag Spoilage— With 
“Automatic” Fork Truck Pallet System. 


The extent to which the “AUTOMATIC” fork truck 
pallet system for handling starch has contributed to 
this well-known company’s production and handling 
efficiency is clearly indicated by the above statement. 


By being able to utilize the full vertical storage ca- 
pacity of their 130 x 170 foot warehouse, this company 
can now produce upwards of the 25 different brands in 
advance of their customers’ actual order requirements. 
Thus_ considerable 
savings are being af- 
fected in production 
costs plus a general 
improvement in ware- 
house housekeeping, 
and a_ considerable 
reduction in bag 
spoilage is being ex- 
perienced. 




































As illustrated, the pallet 
loads are stacked three 
high. Each pallet load is 
built up with thirty 
140 Ib. cotton or burlap 
bags or forty-two 100 Ib. 
paper bags, as the case 
may be. The truck han- 
dles 30 to 50 pallets per 
hour depending on pro- 
duction and also keeps 
one to five loading doors 
operating on full sched- 
ule. 


Perhaps, ou have a 
similar problem. Let the 
experience of this com- 
pany be your guide 

Satisfactory material 
handling by investigat- 
ing the “AUTOMATIC” 
fork truck pallet sys- 
tems. Write, ‘phone or 
wire for an “AUTO- 
MATIC” representative. 
No obligation. 





:\ Listed Under Reexamination Service 
£9: UNDERWRITERS’ LABORATORIES 


MTT TRANSPORTATION COMPANY 


73 W. 87th Street Chicago, Illinois 






When inquiring specify FEP520 . . . see information request blank, pgs. 12-13 
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Motor-Operated Valve 


Prevents Corrosion, Clogging or Sticking 
of Working Parts 


Uses — Particularly adapted to 
automatic control of corrosive 
fluids, liquids containing solids, 
viscous and volatile substances, or 
gases. May be used to control 
liquid level in tanks, vats, etc.; 
density of solutions in evaporators; 
flow of reagents in pH control, 
treatment of water, sewage, boiler 
feed water, etc. 


Features — Unique construction 
eliminates stem packing or stuffing 
box and prevents corrosion, clog- 
ging or sticking of working parts. 
Only service necessary is occa- 
sional replacement of diaphragm, 
which does not require removal 
of valve from line. 


Description — Valve bodies are 
available in various types of al- 
loys, or cast iron lined with lead, rubber, or glass to 
meet requirements of service. Tough, resilient dia- 
phragms are resistant to fluids handled. Unit may be 
controlled directly from a liquid level, float, or pressure 
switch, relay, thermostat, pH controller, push button, etc. 
Auxiliary switches are provided for operating other 
equipment such as indicating lights, relays, starters, etc. 
BARBER-COLMAN CO., Dept. FEP, Rockford, Il. 


When inquiring specify FEP621 . . . see information request blank, pgs. 12-13 
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Portable Lamp Guard 


Has “Water-Sealed” Socket To Increase Safety 


Uses — For’ use 
around water, mois- 
ture, dust and 
chemical hazards in 
industrial plants. 
Features — Guards 
require no tools for 
re-lamping as it is 
only necessary to 
snap rubber ring 
back, re-lamp, and 
re-snap ring back 
into place. Maker 
states that when 
lamp guard is pro- 
perly assembled, the 
entire guard, with 
lamp burning, can 
be immersed in wa- 
ter without becom- 
ing short - circuited 
and without subject- 
ing operator to 
shock or burn. 
Description — This 
portable lamp guard has a rubber handle to which there 
is attached, by means of a rubber locking ring, a “rugged 
metal” cage. The “Water-Seeled” socket is placed within 
the handle, and a rubber shoulder projects from top edge 
of rubber handle (see cut). This holds socket securely 
so that it cannot slide or come out of handle. In assembly 
of lighting cable to socket, joints are made firm, then 
soldered, then rubber taped to make a water-proof joint. 
Socket has rubber lip, which, when bulb is screwed to 
lamp, seals bulb at this point. Lamp is gripped by rubber 
lip and does not back out through vibration and allow 
open contact between lamp butt and socket terminal. 


SAFEGUARD ELECTRIC CoO., Dept. FEP, 1 DeKalb St., 
Brooklyn, N. Y. 


When inquiring specify FEP522 . . . see information request blank, pgs. 12-13 
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SPRACO NOZZLES 


for washing, rinsing, cooling, and other processes are 





carried in stock in a wide range of sizes and types 
for immediate shipment. Nozzles made from special 
alloys or other materials can be furnished promptly. 
Our engineers are available for advice or consultation 


on special application or processing problems. 


Write to 


y_ SPRAY ENGINEERING CO. 


= 


om 


When inquiring specify FEP523 . . . see information request blank, pgs. 12-13 
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with an AMERICAN 
DUSTUBE or Cyclone 
DUST COLLECTOR 


Ye ean have h efficiency (averag- 
ing above o8%) low initial cost, 
and low maintenance 7 — an 
American “Dustube” cloth type 
dust collector. 
The American “Cyclone” ranges lower 
in cost than the “Dustube” and its ef- 
ficiency is not quite so high on ex- 
tremely fine dust, but it does equal that 
of the average wet collector—and it is 


ow continneaey — “a 
operates only en dust reeds 
(2) = sludge does not require de- 


MERICA 


FOUNDRY EQUIPMENT CO. 
604 S. BYRKIT ST. MISHAWAKA, IND. 


CYCLONE OUST COLLECTOR 


When inquiring specify FEP6524 . . . see information request blank, pgs. 12-13 








~ 113 Central Street, Somerville, Mass. 
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Quick facts on how fo do it! 


4 In 30 days notice reduction 
in shutdowns, better power 
delivery, slack belt operation. 

5 Notice quick starting, uniform 
speed under loads. 


6 Now order supply for all your 
non-slip grip of belt. belts. Improve production. 19 


CLING-SURFACE CO. (iss) 1045 Niagara St., Buffalo, N.Y. 


1 For test supply, write 
for FREE TRIAL offer. 
2 Apply according to 
directions. Easy to 
use, a little goes far. 
3 Notice immediate 
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When inquiring specify FEP525 . . . see information request blank, pgs. 12-13 
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Have You A New Product 


If you have recently developed a new or im- 
proved product, a piece of laboratory or plant 
equipment or a new material, of specific interest 
in any line of food manufacturing . . . send it to 
our Editors. 

Through FOOD EQUIPMENT PREVIEW’S edi- 
torial pages they will introduce it to this great 
field . . . with more than 30,000 copies of this 
publication covering every plant. This service 
costs you nothing, and there is no obligation. 
Write— 


The Editors, FOOD EQUIPMENT PREVIEW 
137 N. Michigan Avenue 











Chicago Illinois 


Flat Transmission Belt 


Powerful Grip and Great Resilience 


Features—Low cost belt runs at low tension to protect 
bearings and provide long service. Powerful grip pre- 
vents slippage and great resiliency stops stretch. 
Performance—Maker cites installation on a cutter head 
drive where a 5” “Octopus” 4-ply belt was installed at 
the same time a high grade double belt was placed on 
the opposite side (2 identical drives). The “Octopus” belt 
has operated without being touched while double belt 
has been shortened six times. 

Description—34-ounce duck is combined with impregnat- 
ing material to provide grip and resilience. Belt is green 
in color, and is made in from 2 to 12-ply, inclusive, in 
about 44 widths ranging from 1” to 60”. Leaflet contains 
price list and flat belt ratings. 

MANHEIM MFG. & BELTING CO., Dept. FEP, Man- 
heim, Pa. 


When inquiring specify FEP526 . . . see information request blank, pgs. 12-13 
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Flake-Ice Ribbon Units 


Produces Ice As Needed—Intermittently or 
Continuously 


Uses—Larger mod- 
els now make up 
to about four tons 
of ribbon ice flakes 
per day for use in 
such industries as 
sausage manufac- 
turing, bakeries, 
dairies, poultry and 
produce _ shipping 
houses, etc. 
Features — Unusual 
shape of flakes — 
ribbon thin and slightly curved—allows intimate contact 
between ice and packed produce. No crushing is neces- 
sary. Ice ribbons can be made as needed. Intermittent 
use offers economies. Can be suspended from ceiling 
nearest point where ice is needed, and only floor space 
required is that for bin used to catch ice ribbons. 
Refrigerating unit can be installed in another room where 
space is not at premium. 

Performance—Connected to maker’s refrigerating units 
of 5, 7% or 10 H.P., respectively, Model DER-25 machine 
will produce 4,700, 6,160 or 7,340 lbs. of ice per day at 60 
deg. F. city water temperature. 

Description—Ice is made on slowly revolving cylinder, 
partially submerged in water to form the curved ice 
ribbons. Machines are 60” long, 30” high and 30” deep. 
Cylinder drive motor is 1/6 H.P. Cabinet body is bonder- 
ized steel with baked, wrinkle taupe finish. 


YORK ICE MACHINERY CORP., Dept. FEP, York, Pa. 


When inquiring specify FEPS27. . 


Weight Recording Feeder 


Has Direct Recording and Totalizing Attachment 





. see information request blank, pgs. 12-13 


Uses—Simple, accurate unit advantageously used in more 
or less cramped and dusty locations for feeding in a range 
of from 2 to 3 pounds per hour up to 2,000 tons per 
hour for various models. Sizes of feed ranges from fine 
products up to pieces as large as 12” diameter. 
Features—Single, direct reading weight recording attach- 
ment is used on feeder which enables operator to see 
feed rate, as well as the totalizer that records the actual 
weight fed. 





Description—Feeder uses the principle of a compensating 
balanced belt on a pivoted frame. Feeder is calibrated 
to read direct in tons, pounds or kilograms, as required— 
reading is registered by a pointer on meter. On this same 
meter are two weight recording registers; one records the 
total accumulated weight, and the other is a reset regis- 
ter which will record batch or time runs. Same system 
may be employed for use when feeder is controlled re- 
motely, and recording instrument may be placed on a 
panel any desired distance from feeder location. 
HARDINGE CoO., INC., Dept. FEP, York, Pa. 


When inquiring specify FEP528 . . . see information request blank, pgs. 12-13 
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LESS WEAR 


Even the most confirmed 
skeptic must admit that when 
two surfaces do not touch 
there can be no wear. That is 
why LUBRIPLATE Lubricants 
impart indefinite life to 
shafts, bearings and gears. 
LUBRIPLATE has qualities 
not possessed by convention- 
al lubricants. Its separating film is tougher, able to sustain 
greater loads, more water resisting, steam resisting and com. 
pletely resists rust and corrosion. Extremely economical . . . it 
lasts longer. Cleaner . . . most LUBRIPLATE products are 
white in color. 





YOU TRY IT. The LUBRIPLATE field engineer near you will 
gladly call and give you a trial quantity of the proper type of 
LUBRIPLATE for the lubricating job that is giving you the most 
trouble. Write for the special bulletin “LUBRIPLATE in Food 
industry."’ 







LUBRIPLATE DIVISION 

FISKE BROTHERS REFINING CO. 
NEWARK, N. J. TOLEDO, OHIO 
Dealers from Coast to Coast. 


LUBRIPLATE 


me are Via 





THE MODERN 
THAT ARRESTS PROGRESSIVE 


ena 


When inquiring specify FEP529 . . . see information request blank, pgs. 12-13 





HOW ACME dilycrdtitchera ASSURE 


FASTER, EASIER, LOWER COST BOX STITCHING 


rose manufacturers are effecting important economies 
by using this new type Acme carton stitching equipment. 

Sealing by stitching is five times faster. The holding 
power average, by actual test, is twice as strong as other 
sealing methods. Sealing costs are cut as much as 50%. 
Acme wire and equipment function as a unit. Coupled with 
Acme Silverstitch or Colorstitch, Acme Silverstitchers assure 
stitching satisfaction year after year. 


Acme Silverstitchers are furnished in three types . . . 
straight arm silverstitcher, bottom silverstitcher and com- 
bination silverstitcher. No matter what kind of stitching 
job you have, there is an Acme Silverstitcher best suited to 
your needs. Write us today for full details. 


ACME STEEL COMPANY 


2819 Archer Avenue, Chicago, Illinois 
BRANCHES AND SALES OFFICES IN PRINCIPAL CITIES 





When inquiring specify FEP63O . . . see information request blank, pgs. 12-13 
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oe oe For 
* oiler Fee ater 
Over 50,000 Non-Duplicated Eliminates Spasmodic Charging; Increases 


Efficiency 
“Process” Circulation--- 


Uses—For automatically in- 
jecting boiler compound into 
boiler feed water line. Feed- 
er is also adapted for auto- 
matic injection of small, ac- 
curately measured amounts 
of chemicals in numerous 
chemical processes. 
Features—Injection is auto- 
matic and operator only 
needs to maintain level 
in compound supply tank. 
Amount of chemical enter- 
ing line or tank is in exact 
proportion to amount of 
water being used or the size of a batch. Feeding is 
easily adjustable to meet requirements. Unit is easily 
installed. 

Description—Only part of feeder coming in contact with 
chemical is the individual pumping unit, a small single 
plunger pump. This is located outside feeder body so that 
examination, repair or replacements can be made without 
dismantling feeder. Attached to the feed pump, the 
feeder injects desired amount of chemical with each pump 
stroke. Entire driving mechanism is enclosed in an 
oil-tight case, so that all driving parts operate in an 
oil bath and are protected from dirt and dust. 

MANZEL BROTHERS CO., Dept. FEP, 274 Babcock St., 
Buffalo, N. Y. 

When inquiring specify FEP531. . 


7, Seen Fork Truck Elevates 


Lines of Food Skids To Three Levels 




















. see information request blank, pgs. 12-13 






























Over 25,000 
C.C.A. Circulation 
in these Chemical 





























Process Lines Manufacturing seme Features — Over- 
aps ; "4 all height of truck 

@ Brewers, Distillers @ Bakeries — is 74”, with tele- 
- scoping members 

@ Cellulose @ Bottlers |lowered, permit- 


ing loaded truck 
to pass through 
*| doorways, beneath 
low overhanging 
> pipes or conveyor 
systems. Solenoid 
brake locks hoist 
load in any posi- 
ftion. Two hoist 
chains have safety 
factor of 9 and 
* either will handle 
s load. Vertical up- 
rights and tilt 
gearing designed 


@ Cement, Lime @ Brewers, Distillers 







@ Canneries 

@ Cereals 

@ Condensed Milk 
@ Confectioners 
@ Dairies 


@ Flavoring Extracts 


@ Ceramics 

@ Chemicals 

@ Drugs, Cosmetics 
@ Fertilizers 

@ Food Products 
@ Leather 



























@ Metallurgical @ Flour, Grist Mills | aa to prevent side- 

@ Paints, Varnishes @ Frozen Foods Description—Elevating mechanism is built in three tele- 
@ Paper, Pulp @ Ice Cream Souseh” Sekaamn Ge ek @ Gra" oe Goat ae, Ook 
@ Petroleum Refining @ Ice Plants | 20 tt. a =. cee hel p Fart a aren pin : 








capable of sustaining 500% overload. It is directed to 
free-coasting worm and gear for driving 2 wheels nearest 


@ Meat Products 


@ Plastics 







* load. Power source can be either acid or alkaline storage 
@ Rubber * Oils and Fats batteries. No fuses needed to protect motor. Push- 
. button control operates hoist by separate motor. May be 

r 
e Soap * Sugar Refineries tilted 15 deg. backward or 5 deg. forward from vertical. 
. . . and allied lines . . . and allied lines Rubber-padded back rest and rubber-cushioned pedal 


pads add to operator’s comfort. 


| ELWELL-PARKER ELECTRIC CO., Dept. FEP, 4239 St. 


Clair Ave., Cleveland, Ohio. 
When inquiring specify FEPS532.. . 











see information request blank, pgs. 12-13 
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TRI/CLAD 


GENERAL-PURPOSE INDUCTION MOTOR 


A standard motor built to meet new require- 


ments of 


industry. 


Improved performance, 


appearance, and convenience are backed up by 


extra protection three ways .. 


damage... 


. against physical 


against operating wear and tear. 


Thus this standard motor can be used for a wide 


range of industrial needs. 


Write for bulletin 


GEA-3515 and dimension print GEM-1088. In- 
tegral-hp sizes through 20 hp (at 3600 rpm), 
open or splashproof, are now available. General 
Electric, Schenectady, N. Y. 


GENERAL @ ELECTRIC 


750-40 








When inquiring specify FEPS533 . . 


Nipple (1), fastened to 
roll. Sliding collar (2), 
keyed (6) to nipple. Car- 
bon graphite rings (3) and 
(4) which eliminate oiling 
and packing. Spring (5) 
is for initial seating only 
—joint is actually pres- 
sure sealed. 





JOHNSON 


When inquiring specify FEP534 . . 








HE Johnson Rotary Pressure 

Joint is the one sure cure for all 
the maintenance troubles of the 
old style stuffing boxes and 
“steam fits’ used on machines 
with steam filled cylinders. It has 
no packing at all to wear out— 
never needs to be ociled—adjusts it- 
self automatically to bn! agg TD pres- 
sures—and even absorbs eral 
and angular misalignment without 
loss of operating efficiency. 

The Johnson Joint increases 
plant production too—as much as 
25%— use it eliminates many 
causes of machinery shutdown 
and because it makes possible 
modern, more efficient, systems of 
syphon roll drainage. 

Write for your free y of the 
new catalog on Johnson Joints. It’s 
the first step toward freedom from 
stuffing box troubles. 


THE JOHNSON CORPORATION 
834 Wood St., Three Rivers, Mich. 


OLE 


ROTARY 
PRESSURE 








. see information request blank, pgs. 12-13 
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Washable Enamel (Flat 


Finish) in Paste Form 


Uses Water Thinner — No Objectionable Odor 
Dries Quickly 

Uses—For use as a wall paint for flat wall finishing. 
Features—Gives uniform finish as it resists uneven por- 
osity in underneath surface. “Lime burns” and suction 
spots do not show through. Hair and fire cracks are filled 
and sealed by “Densotone”; no priming or shellacing is 
required. This enamel does not become brittle with age; 
does not chip or crack. When hard and dry, may be 
scrubbed with harsh cleaners. Iodine stains washed out 
with alcohol do not affect the film. Material recoats with 
itself or other paints or enamels. No objectionable odor. 
Easily applied, even with calcimine brush. 
Description—Material is available in variety of pastel 
tints. Comes in concentrated paste form, requiring wa- 
ter as a thinner. Can be sprayed or brushed on. Multiple 
coats may be applied immediately after previous coat ap- 
pears dry (usually 1 to 1% hours). 


DENSOL PAINT CO., Dept. CEP, Box 34, South Park, | 


Ohio. 


When inquiring specify FEP536 . . . see information request blank, pgs. 12-13 
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Cut-away view of Tomato 
Cooker showing ‘‘Rapid- 
Heat” Coil. 


Pfaudler-King Fillers for fill- 
ing any liquid, hot or cold, 
foaming or non-foaming. 











SPEED COOKING of TOMATO 
PRODUCTS AND ELIMINATE WASTE 
WITH PFAUDLER “‘RAPID-HEAT’’, COOKERS 


Pfaudler “Rapid-Heat™ coils and cookers permit remarkable processing speed, 
reducing as much as 61% by volume in 32 minutes. Such speed, when com- 
bined with the self-draining bottom and easy-to-clean surface of Pfaudler 
Tanks, permits more batches per given cooker with much less physical labor. 
Color and mold count are definitely superior and, of course, the increased 
speed gives a lower cost per cook. 

One company using Pfaudler Cookers with “Rapid-Heat” Coils delivers twice 
the volume to the finishing lines as previously with the same number of 
cookers. 


Widely spaced loops of either tinned copper or stainless steel are easy to clean 


thoroughly with the minimum of effort. Food Products Catalog No. 759 
describes these cookers in detail. 


PFAUDLER 


THE PFAUDLER CO.., Executive Offices: Rochester, N. Y. 
Factories: Rochester, N. Y. and Elyria, O. Branch Offices: New York, Boston, 
Philadelphia, Chicago, Cincinnati, Pfaudler Sales Co., San Francisco and Los 
Angeles. Representatives in principal cities. 





When inquiring specify FEP536 . . . see information request blank, pgs. 12-13 


THIS 


COOKER 


Nickel-Clad Steel 





Affording positive protection to foods ... easy to clean... 
long-lived . . . economical Lukens Nickel-Clad Steel was the 
logical selection for the inside surface of this new type vege- 
table cooker made by The John Van Range Co., Cincinnati, O. 

If you are not familiar with the advantages of Lukens 
Nickel-Clad, Inconel-Clad and Monel-Clad Steels for food 
and beverage equipment, write for data. Lukens Steel Com- 
pany, 130 Lukens Buildings, Coatesville, Pa. 


Vn a) re 





see information request blank, pgs. 12-13 


When inquiring specify FEP637 .. . 
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Plugging Steam 

waste is better 

than making 

more steam. 

Many firms, 

with boilers 

crowded beyond 

capacity, are now 

using Builders Shunt 
Meters and KNOW where 
steam is going. 

Steam savings of from 15 to 
35% are common when avoid- 
able wastes are eliminated. 


Ta LT 
AUT ie 
Eat 

SHUNT 


* 
Get Bulletin 307. 
ddress— 


y ie) an: DER Tel ie: NORY 


47 COODING STREET, PROVIDENCE, R. | 


When inquiring specify FEP638 . . . see information request blank, pgs. 12-13 
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Sores now to 
the Miller Anode line 
of pure gum Canners’ 
Gloves. They’re spe- 
cially designed for high 
resistance to fruit and 
food acids. The Anode process, exclusive with Miller 
in the industrial glove field, gives you uniform thick- 
ness throughout, eliminating thin spots and weaknesses. 


Miller Anode Canners’ Gloves are available in two 
types—with special reinforcements on fingers, thumb 
and palm, as pictured, or with overall frosted finish 
without reinforcements. They’re sanitary, flexible, non- 
binding, and tops for long wear. Made in men’s and 
women’s sizes, from 6% to 11, inclusive. 


Call your Miller jobber today, 
or write— 


MILLER RUBBER COMPANY, INC., AKRON, OHIO 
ws a ota ate eT ll il ot a 


When inquiring specify FEPE39 . . . see information request blank, pgs. 12-13 








(Continued from first page) 


Ersatz...American Style 


It could be conserved and the supply spread to cover 
more extended needs by using stainless clad. And 
the list might be much expanded and still not cover the 
field. 

There is a way ... there is a satisfactory material .. . to 
provide the kind of equipment that will serve adequately 
for the emergency. 

We urge every equipment user to counsel with.equipment 
makers... tell them your needs and your problems. To- 
gether, maker and user of equipment can lick this tem- 
porary problem ... with true American co-operation and 
true American efficiency. 


7 
Technical Editor. 


Cree 


All Glass Pump For 


Small Installations 
3%4”x1” Pump; Capacity of 10 Gallons Per Min. 


Uses — Ca- 

pacity suit- 

able for 

smaller in- 

stallations 

and for lab- 

oratory and 

pilot plant 

service. For 

handling 

corrosive 

liquids or 

liquids 

which must 

be kept 

chemically uncontaminated. 

Features—Pump is constructed of glass, volute, head and 
rotating impeller, and is fully transparent. Unique me- 
chanical seal replaces the usual stuffing box. Safety un- 
loading device eliminates possibility of fracture of glass 
casing. 

Performance—Maker states the pump will handle hot 
acids or brine cooled liquids with equal facility. 

NASH ENGINEERING CO., Dept. FEP, South Norwalk, 
Conn. 


When inquiring specify FEP640 . . . see information request blank, pgs. 12-13 
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When you have read this issue, remember 
your associates who would like to see it. 

President 

Vice President 

General Manager 

Chief Chemist 

Chief Engineer 

Research Director 

Works Manager 


Pass On To Name Checked 


April-May, 1941 


DEPENDABLE REDUCTION EQUIPMENT SINCE 1885 


Food Processing Equipment 


PROVED — Showing the way, — Meeting 
Different Products and Capacity Requirements 


The MASTER PULVERIZER 


Dustless Operation — Low Power 


Requiring no auxil- 
iary separators, fans 
or collection attach- 
ments—This precision 
Low investment Pul- 
verizer is the most 
popular type for Food 
products ineluding 
Cocoa, Sugar, Various 
Grains, Spices, Bread 
Crumbs, Whole Wheat 
Flour, ete. 

Adjustable from 30 mesh 
to 100 mesh and Finer 


Batch Mixers 


Specially Designed Double 
Spiral AGITATORS 


For Materials either 
WET—DRY or LIQUID 


Constructed rigidly 

For continuous operation— 
Effective power transmission 
arrangement, together with 
massive bearing supports and 
foundation. Stainless Steel, 
Monel Metal and non corro- 
sive Linings on specification. 


WRITE FOR BULLETIN “SUCCESS” 


GRUENDLER CRUSHER 

wd PULVERIZER CO. 

2909-19 N. Market St. 
St. Louis, Mo. 


Built from 50 Ib. Batch to 4 Ton 
Batch 


_ Ge 
OUGH repair for CONCRETE 


Avoid acccidents! Prevent costly delays. Repair holes, cracks, broken 

pee in concrete floors, or resurface an entire area with the durable 
UGGEDWEAR RESURFACER. No chopping or chipping required. 
Merely cuanp out spot to be repaired—mix the ma- 

terial—trowel it on. Holds solid and tight right up , 

to irregular edge of old concrete. Used indoors or 

out. Dries fast. Costs only roc to 14c per sq. ft. 


Request 74-page “Building Maintenance Handbook” 


¢ MAKE THIS TEST! ----..-.--------- 
LEXROCK COMPANY 


F 

2343 Manning St., Philadelphia, Penna. 

Please send me complete RUGGEDWEAR information 
. . » details of FREE TRIAL OFFER. No obligation. 


Name 


When inquiring specify FEP542 . . . see information request blank, pgs. 12-13 





